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Forward Table
[Key Field Description
Yes | dource [P Address 1P address of Client
Yes | source TCP Port 1CP Port of Client
No | Destination IP Address | IP Address to Forward
No Destination TCP Port TCP Porito Forward

Local/lForward-Connect/Temporary Table

[ KEY Field Description
Yes Source TP Address Client TP address
Yes Source Port Client TCP Port
Yes Destination IP Address Endpoint IP Address
es Destination Pori Endpomi TCP Port
o Endpoint Reference Reference to Connection Endpoint
Server State Table
Key Field Description
Yes Server IP Address Server
No Nuriber TCP Connections | TCP Established Connections
No CPU utilization Maimn board CPU utilization
No Available memory Unused memory on Main Board
No Available Bandwidth Unused Bandwidth Capacity
Listening Sockets Table
Key Field Description
Yes Server IP Address Server
Yes T'CP Port Advertised TCP Fort
"No Process Application process advertising 1P/Port

Application Information Table

Key ~ Field Descripfion
Yes Process ID Application idenfification
No Process memory requirements | Memory required to run application
No Process CPU Utihzation "Measure of application CPU utilization
URL Map Table

Key ield Description
Yes URL Universal Resource Locator
Yes Server [P Address IP address ol associaied server
Cookie Map Table

Key Field Description
Yes Cookie ID Cookie Identification tag
No Server [P Address TP address of associated server

FIG. 12
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METHOD AND SYSTEM FOR SELECTING A
COMPUTING DEVICE FOR MAINTAINING A
CLIENT SESSION IN RESPONSE TO A
REQUEST PACKET

CROSS-REFERENCE TO RELATED PATENT
APPLICATIONS

This application is a Continuation of U.S. application Ser.
No. 11/513,511, filed Aug. 31, 2006, which is a Divisional of
U.S. application Ser. No. 09/872,332, filed Jun. 1, 2001 (now
U.S. Pat. No. 7,287,090), which claims the benefit under 35
U.S.C. §119(e) of U.S. Provisional Application 60/257,456,
filed Dec. 21, 2000; U.S. application Ser. No. 11/513,511is a
continuation of Ser. No. 09/872,329, filed Jun. 1, 2001 (now
U.S. Pat. No. 7,546,369), which claims the benefit under 35
U.S.C. §119(e) of U.S. Provisional Application 60/257,456,
filed Dec. 21, 2000; U.S. application Ser. No. 11/513,511is a
continuation of U.S. application Ser. No. 09/873,018, filed
Jun. 1, 2001 (now U.S. Pat. No. 7,418,522), which claims the
benefit under 35 U.S.C. §119(e) of U.S. Provisional Applica-
tion 60/257,456, filed Dec. 21, 2000; U.S. application Ser.
No. 11/513,511 is a Continuation of U.S. application Ser. No.
09/872,372, filed Jun. 1, 2001 (now U.S. Pat. No. 7,512,686),
which claims the benefit under 35 U.S.C. §119(e) of U.S.
Provisional Application 60/257,456, filed Dec. 21,2000; U.S.
application Ser. No. 11/513,511 is a continuation of Ser. No.
09/872,081, filed Jun. 1, 2001 (now U.S. Pat. No. 7,421,505),
which claims the benefit under 35 U.S.C. §119(e) of U.S.
Provisional Application 60/257,456, filed Dec. 21,2000; U.S.
application Ser. No. 11/513,511 is a Continuation of Ser. No.
11/265,558, filed Nov. 1, 2005 (now U.S. Pat. No. 7,640,298),
which is a Continuation of U.S. application Ser. No. 09/872,
376 filed Jun. 1, 2001 (now abandoned), which claims the
benefit under 35 U.S.C. §119(e) of U.S. Provisional Applica-
tion 60/257,456, filed Dec. 21, 2000, all of which are incor-
porated herein by reference in their entirety.

BACKGROUND

1. Field

This description relates in general to information process-
ing systems, and in particular to a server farm information
processing system and method of operation.

2. Description of the Related Art

A software application can be deployed through a global
computer network, such as an Internet Protocol (“IP”’) global
computer network (e.g., the Internet or an intranet). Such
applications include IP socket-based software applications
(e.g., web site application or Internet gaming site applica-
tion). For deploying an application through a global computer
network, a client computer system (“client”) communicates
with atleast one server computer system (“server) through the
global computer network.

Accordingly, the server stores and executes the deployed
application, which is used by the client through the global
computer network. In such a manner, one or more applica-
tions can be deployed by the server through the global com-
puter network. If the application (or group of applications) is
large, or is used by a large number of clients, then a group of
servers (“server farm”) stores and executes the application.

A conventional server farm is coupled through a flow
switch to the global computer network (and, accordingly, to
clients that are coupled to the global computer network).
Through the flow switch, a client and the server farm com-
municate packets of information (“information packets™) to
one another. As a conduit between clients and the server farm,
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2

the flow switch has various shortcomings which reduce the
overall performance and efficiency of deploying software
applications with the server farm through the global computer
network.

Accordingly, a need has arisen for a server farm informa-
tion processing system and method of operation, in which
overall performance and efficiency are enhanced of deploy-
ing software applications with a server farm through a global
computer network . . . .

BRIEF SUMMARY

According to a first embodiment, a first computing device
receives a request packet originating from a client. In
response to at least the request packet and a state of at least
one of the first computing device and a second computing
device, the first computing device selects a computing device
for maintaining a session with the client. If the selected com-
puting device is the first computing device, the first comput-
ing device outputs a response packet to the client for identi-
fying the first computing device as maintaining the session
with the client. If the selected computing device is a second
computing device, the first computing device outputs a
response packet to the client for identifying the second com-
puting device as maintaining the session with the client.

According to a second embodiment, a first computing
device receives a request packet originating from a client. The
request packet includes an identifier. In response to the
request packet, the first computing device identifies a com-
puting device that is associated with the identifier. If the
identified computing device is the first computing device, the
first computing device performs an operation of an applica-
tion in response to the request packet. If the identified com-
puting device is a second computing device, the first comput-
ing device outputs the request packet to the second computing
device for performing the operation in response to the request
packet.

A principal advantage of these embodiments is that various
shortcomings of previous techniques are overcome. For
example, a principal advantage of these embodiments is that
overall performance and efficiency are enhanced of deploy-
ing software applications with a server farm through a global
computer network.

In one embodiment, an information processing system
comprises a first computing device configured to execute a
software application that is associated with at least one soft-
ware object, and in response to receiving a request for initi-
ating execution of the software object associated with the
executing software application, independent of the software
application, selectively initiate execution of the software
object by, the first computing device when a state of at least
one of the first computing device and a second computing
device is a first state, and, the second computing device when
the state is a second state. In one embodiment, the software
application is a socket-based application. In one embodiment,
the state is a synchronized state of at least the first and second
computing devices. In one embodiment, the first computing
device is configured to coordinate a communication of infor-
mation between the software application and the software
object, even when the software object is executed by the
second computing device. In one embodiment, the first com-
puting device is configured to selectively initiate execution of
the software object by the second computing device by trans-
mitting a data packet to the second computing device. In one
embodiment, the first computing device and the second com-
puting device are servers in a server farm. In one embodiment,
the state is maintained in a state table.



US 9,100,409 B2

3

In one embodiment, a method performed by a first com-
puting device of an information processing system comprises
executing a software application that is associated with at
least one software object, and, in response to receiving a
request for initiating execution of the software object associ-
ated with the executing software application, independent of
the software application, selectively initiating execution of
the software object by, the first computing device when a state
of at least one of the first computing device and a second
computing device is a first state, and, the second computing
device when the state is a second state. In one embodiment,
the software application is a socket-based application. In one
embodiment, the state is a synchronized state of at least the
first and second computing devices. In one embodiment, the
method comprises coordinating a communication of infor-
mation between the software application and the software
object, even when the software object is executed by the
second computing device. In one embodiment, the first com-
puting device and the second computing device are servers in
a server farm. In one embodiment, the method further com-
prises maintaining a state table and determining the state
based upon the state table.

In one embodiment, an information processing system
comprises a first computing device having means for execut-
ing a software application that is associated with at least one
software object, and means for responding to receipt of a
request for initiating execution of the software object associ-
ated with the executing software application by, independent
of'the software application, selectively initiating execution of
the software object by, the first computing device when a state
of at least one of the first computing device and a second
computing device is a first state, and, the second computing
device when the state is a second state. In one embodiment,
the first computing device is a server in a server farm.

In one embodiment, a computer-readable memory medium
contains instructions that, when executed by a first computing
device, cause the first computing device to process informa-
tion by performing a method comprising executing a software
application that is associated with at least one software object,
and, in response to receiving a request for initiating execution
of'the software object associated with the executing software
application, independent of the software application, selec-
tively initiating execution of the software object by, the first
computing device when a state of at least one of the first
computing device and a second computing device is a first
state, and, the second computing device when the state is a
second state.

In one embodiment, a server farm for processing client
requests comprising a first server having a first processor and
a first network interface controller communicatively coupled
to the first processor, and a second server comprising a second
processor and communicatively coupled to the first server,
wherein the first network interface controller is configured to
maintain a state table associated with at least the first server
and the second server and respond to receipt of a request
packet from a client by, initiating by the first processor execu-
tion of a software application associated with the request
packet when the state table corresponds to a first state, and
selectively forwarding the request packet to the second server
when the state table corresponds to a second state. In one
embodiment, the first network interface controller is further
configured to respond to a request packet that specifies a
connection with the first server by initiating by the first pro-
cessor execution of the software application associated with
the request packet. In one embodiment, the second server
comprises a second network interface controller communica-
tively coupled to the second processor and configured to
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maintain a copy of the state table associated with at least the
first server and the second server and respond to receipt of a
request packet associated with a client by, initiating by the
second processor execution of the software application asso-
ciated with the request packet when the state table corre-
sponds to the second state, and selectively forwarding the
request packet to the first server when the state table corre-
sponds to the first state. In one embodiment, the server farm
further comprises a third server having a third processor and
communicatively coupled to the first and second servers,
wherein the state table is further associated with the third
server and the first network interface controller is further
configured to respond to a request packet from a client by
selectively forwarding the request packet to the third server
when the state table corresponds to a third state. In one
embodiment, the software application is a socket-based appli-
cation. In one embodiment, the state table is associated with
a synchronized state of the first and second servers. In one
embodiment, the software application is a first software appli-
cation associated with the first server and the state table is
associated with the first software application and a second
software application associated with the second server. In one
embodiment, the state table is further associated with an
indication of whether the software application has an associ-
ated listening socket. In one embodiment, the software appli-
cation is a first software application, and the first network
interface controller is further configured to selectively initiate
execution by the second server of a second software applica-
tion in response to execution of the first software application
when the state table corresponds to a third state.

In one embodiment, a server farm for processing client
requests comprises means for executing a first software appli-
cation and means for distributing a client request based at
least in part on a state of the means for executing a first
software application. In one embodiment, the means for
executing a first software application comprises a plurality of
servers and the means for distributing a client request com-
prises a corresponding plurality of network interface control-
lers each associated with a corresponding one of the plurality
of servers. In one embodiment, the server farm further com-
prises means for executing a second software application,
wherein the means for distributing a client request is config-
ured to distribute a client request based at least in part on a
state of the means for executing a second software applica-
tion. In one embodiment, the means for executing a first
software application comprises a first server, the means for
executing a second software application comprises a second
server and the means for distributing a client request com-
prises a first network interface controller associated with the
first server and a second network interface controller associ-
ated with the second server. In one embodiment, the state of
the means for executing a first software application corre-
sponds to a synchronization state. In one embodiment, the
state of the means for executing a first software application
corresponds to an indication of whether the software appli-
cation has an associated listening socket . . . .

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1A is a block diagram of a conventional system for
processing information with client and server computer sys-
tems that communicate with one another through an Internet
Protocol (“IP”) global computer network.

FIG. 1B is a block diagram of a conventional system for
processing information with a server farm and a client com-
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puter system that communicate with one another through a
global computer network with IP socket-based applications.

FIG. 2A is a block diagram of a system for processing
information with a server farm, according to a first illustrative
embodiment.

FIG. 2B is a block diagram of a system for processing
information with a server farm, according to a second illus-
trative embodiment.

FIG. 2C is a block diagram of a system for processing
information with a server farm, according to a third illustra-
tive embodiment.

FIG. 2D is a block diagram of a system for processing
information with a server farm, according to a fourth illustra-
tive embodiment.

FIG. 3 is a block diagram of an intelligent network inter-
face controller (“iNIC”) circuitry and main board circuitry of
a server of a server farm, according to the illustrative embodi-
ments.

FIG. 4A is a block diagram of a system for processing
information with a server farm, according to an illustrative
embodiment in which a first server forwards packets for pro-
cessing by a second server.

FIG. 4B is a block diagram of the system of FIG. 4A,
according to an illustrative embodiment in which the second
server processes packets without forwarding to the first
server.

FIG. 5A is a block diagram of the iNIC and main board
circuitry of FIG. 3, according to an illustrative embodiment in
which the iNIC processes information received and output
through a Port A.

FIG. 5B is a block diagram of the iNIC and main board
circuitry of FIG. 3, according to an illustrative embodiment in
which the iNIC processes information received through a Port
B.

FIG. 5C is a block diagram of the iNIC and main board
circuitry of FIG. 3, according to an illustrative embodiment in
which the iNIC processes information received and output
through a Synch Port.

FIG. 6 is a conceptual illustration of information stored in
a memory of the representative iNIC of FIG. 3.

FIG. 7 is a block diagram of a system for processing infor-
mation with a server farm, according to an illustrative
embodiment in which three servers perform load-balancing
of client requests.

FIG. 8 is a data flow diagram of process threads executed
by the representative iNIC of FIG. 3.

FIG. 9A is a flowchart of a balance thread of FIG. 8.

FIG. 9B is a flowchart of a forward thread of FIG. 8.

FIG. 9C is a flowchart of a synchronization thread of FIG.
8.

FIG. 10A is a sequence diagram of steps for establishing a
local connection between a client and a server, according to
the illustrative embodiments.

FIG. 10B is a sequence diagram of steps for establishing a
forwarded connection between a client and a server, accord-
ing to the illustrative embodiments.

FIG. 10C is a sequence diagram of steps for processing a
forwarded connection with a server, according to the illustra-
tive embodiments.

FIG. 11A is a conceptual illustration of a conventional
Ethernet encapsulation header.

FIG. 11B is a conceptual illustration of an ipOS encapsu-
lation header, according to the illustrative embodiments.

FIG. 11C is a conceptual illustration of ipOS connection
information for migration of a UDP connection endpoint,
according to the illustrative embodiments.
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FIG. 11D is a conceptual illustration of ipOS connection
information for migration of a TCP connection endpoint,
according to the illustrative embodiments.

FIG. 11E is a conceptual illustration of an ipOS TCP con-
nection endpoint packet, according to the illustrative embodi-
ments.

FIG. 11F is a conceptual illustration of an ipOS UDP
connection endpoint packet, according to the illustrative
embodiments.

FIG. 11G is a conceptual illustration of a packet having a
TCP/IP payload, according to the illustrative embodiments.

FIG. 11H is a conceptual illustration of a packet having a
UDP/IP payload, according to the illustrative embodiments.

FIG. 111 is a conceptual illustration of a connection end-
point migration acknowledgement packet, according to the
illustrative embodiments.

FIG. 12 is a conceptual illustration of tables stored by a
server’s iINIC memory, according to the illustrative embodi-
ments.

FIG. 13 is a block diagram of the iNIC and main board
circuitry of FIG. 3, according to the illustrative embodiments
in which a socket application is related to a socket and its
associated connection endpoint.

FIG. 14 is a block diagram of servers within a server farm,
according to an illustrative embodiment in which the servers
establish sockets and associated connection endpoints for a
local connection and a forwarded connection.

FIG. 15 is a block diagram of a server farm including a
deployment workstation for deploying application processes
and associated software component objects to servers within
the server farm, according to the illustrative embodiments.

FIG. 16 is a block diagram of servers within a server farm,
according to an illustrative embodiment in which a first server
selectively spawns an application process that is stored by a
second server.

FIG. 17 is a block diagram of servers within a server farm,
according to an illustrative embodiment in which a first server
selectively spawns an object that is stored by a second server.

DETAILED DESCRIPTION

FIG. 1A is a block diagram of a conventional system for
processing information with a client computer system (“cli-
ent”) and server computer system (“server’”) that communi-
cate (e.g., receive and output information) with one another
through an Internet Protocol (“IP”) global computer network
(e.g., the Internet or an intranet). For clarity, FIG. 1A shows
only a single client and a single server, although multiple
clients and multiple servers are connected to the IP network.
In FIG. 1A, the client is a representative one of the multiple
clients, and the server is a representative one of the multiple
servers.

Conventionally, clients and servers communicate with one
another through the IP network according to either the Trans-
mission Control Protocol (“TCP”) or User Datagram Proto-
col (“UDP”). In FIG. 1A, a server makes its socket applica-
tion (or “socket-based application™) available through the IP
network and waits for a client to establish a connection with
the server through a specified IP address and TCP port (e.g.,
through a listening socket). For example, a server executing a
World Wide Web application has a listening socket associated
with an assigned 32-bit IP address on the standard TCP port
80 for a World Wide Web server application.

After accepting a connection from a requesting client, the
server creates (or “establishes” or “forms”) a client specific
socket. The socket (created by the server) represents the serv-
er’s connection for the sending (and receiving) information to
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(and from) the specific client. Conventionally, in response to
creation of a socket, the server (with its operating system
(“OS”) kernel) allocates (or “establishes” or “forms™) a data
structure (of the connection with the client) to store client-to-
server protocol specific connection information. This data
structure is referred to as a socket connection endpoint (or
“connection endpoint”).

Information within the connection endpoint varies accord-
ing to the type of connection established (e.g., TCP or UDP).
For UDP and TCP types of connections, the connection end-
point information includes the client’s and server’s respective
32-bit IP addresses, the client application’s and server appli-
cation’s respective 16-bit TCP connection ports, a pointer
reference to a socket structure, and IP options such as Time to
Live (“TTL”) and Type of Service (“TOS”). Additionally, for
a TCP type of connection, the connection endpoint informa-
tion includes a group of send and receive sequence numbers
(including start, current, and acknowledgement sequence
numbers of the server and client) and variables for timing
individual sent packets. In various embodiments, the connec-
tion endpoint information includes additional suitable infor-
mation.

The client performs similar operations. With a socket layer
(which manages sockets), the client (with a client application)
creates a connection endpoint of a specified type (e.g., UDP
or TCP) and attempts a connection to a server’s listening
socket. For example, with a conventional web browser (e.g.,
Netscape Navigator or Microsoft Internet Explorer), the cli-
ent opens a TCP type of connection endpoint and attempts
connection through an IP network to a web server through the
web server’s advertised IP address on the standard web ser-
vice TCP port 80. After establishing a successtul connection,
the client and server are operable to send (and receive) infor-
mation to (and from) one another through the associated
socket connection.

With read and write calls to the socket layer, the client and
server are operable to send and receive information at the
application level. The client and server communicate with
one another through IP packets sent through the IP network.
Accordingly, before sending information from an application
through the IP network (in response to a suitable connection
endpoint), the computer system (e.g., client or server) encap-
sulates such information according to the IP protocol. Also, in
response to receiving information from a network interface,
the computer system (in response to a suitable connection
endpoint) directs such information to an associated applica-
tion.

As shown in FIG. 1A, the client and server have respective
protocol stacks, which process IP packets (sent and received)
and manage connection endpoint information. With the pro-
tocol stack, the computer system (a) adds transport specific
information before sending information to the network inter-
face and (b) removes transport specific information before
alerting an application of the receipt of information from the
network interface. Conventionally, the protocol stack is part
of the OS and executes in kernel mode.

The protocol stack includes a series of routines (e.g., soft-
ware instructions) to process a packet in accordance with one
or more network protocols such as HTTP, Ethernet, IP, TCP or
UDRP. In response to receiving a packet from the IP network,
the network interface sends the packet through its associated
device driver to the protocol stack’s routines. For example, in
response to receiving an IP packet, the computer system (with
its protocol stack) verifies the IP packet according to the
packet’s checksum algorithm and then moves the packet up
the protocol stack for additional processing in accordance
with a network protocol.

10

20

25

30

35

40

45

50

55

60

65

8

At each level of the protocol stack processing, the com-
puter system reads, processes and removes a header from the
packet. At the end of protocol stack processing, the final result
is information that the computer system stores in a destination
socket queue. In response to information in the destination
socket queue, the computer system (with its OS) initiates a
software interrupt to the destination application, alerting the
destination application that such information has been
received.

For sending information through the network interface to
the IP network, the computer system (with the socket appli-
cation) outputs such information (which has been formed
according to software instructions of the socket application)
to the protocol stack along with a reference to a suitable
connection endpoint. Then, the computer system (with the
connection endpoint) moves the information down the proto-
col stack for additional processing in accordance with a net-
work protocol. At various levels of the protocol stack process-
ing, the computer system forms a packet by supplementing
the information with TCP or UDP header information, IP
header information, link layer header information (e.g., Eth-
ernet), and calculation of packet checksums. After forming
the packet, the computer system outputs the packet to a device
driver output queue of the network interface.

Description of Conventional Flow Switch Architecture

FIG. 1B is a block diagram of a conventional system for
processing information with a group of servers (“server
farm™) and a client that communicate with one another
through a global computer network with IP socket-based
applications. In this example, a server farm (including n serv-
ers, where n is an integer number) stores the applications to be
deployed. Server farms are useful for deploying software
applications (e.g., web site application or Internet gaming site
application) for use through a global computer network.

As shown in FIG. 1B, each of the n servers is connected to
a flow switch at egress ports of the flow switch. At an ingress
port of the flow switch, it is coupled through a router to the IP
network.

In the example of FIG. 1B, a client connects to a server’s
application by connecting to the entire server farm through a
single IP address. The IP address is associated with the
ingress port of the flow switch. Typically, the client obtains
the IP address by sending a Uniform Resource Locator
(“URL”) to a Domain Name System (“DNS”). DNS is a set of
special servers deployed on the IP network, with responsibil-
ity for translating a URL into an associated IP address. Alter-
natively, if a client has already received the IP address, the
client is able to connect to the server farm without relying on
the DNS.

All communications between a server (of the server farm)
and a client are directed through the flow switch. The flow
switch helps to balance client request loads on servers within
the server farm (“server farm load-balancing”) by selecting a
server to handle a particular client’s connection. Accordingly,
the flow switch (a) maps packets from the flow switch’s
ingress port to the selected server through a suitable one of the
flow switch’s egress ports, (b) maps packets from the selected
server to the particular client, and (c) performs various admin-
istrative operations. In processing a packet that is communi-
cated, between a server and a client, the conventional flow
switch performs a range of operations, which may include
network address translation (“NAT”), checksum calculation,
and TCP sequence number rewriting (“TCP splicing™).
Description of Improved Architecture

FIG. 2A is a block diagram of a system for processing
information with a server farm, according to a first illustrative
embodiment. As shown in FIG. 2A, the server farm includes



US 9,100,409 B2

9

a redirector device and n servers for deploying socket-based
applications. In the example of FIG. 2A, the hardware con-
figurations of the redirector device and servers are substan-
tially identical to one another, so that at least one of the servers
is configurable to perform the same types of operations as the
redirector device.

The redirector device and the servers are coupled to one
another through a LAN A hub/switch (e.g., conventional
Layer %4 switch), a LAN B hub/switch, and a synchronization
hub, which are part of the server farm. As shown in FIG. 2A,
the LAN A hub/switch is coupled through a router and a
suitable WAN to an IP network service provider (“ISP”) for
communication with the IP network. In an alternative
embodiment, LAN A hub/switch is directly connected to the
ISP, and other alternative embodiments are possible for con-
necting LAN A hub/switch to the IP network. Accordingly,
each of the n servers and the redirector device is coupled to the
IP network through the LAN A hub/switch and the router,
without interposing a flow switch between the router and the
servers (nor between the router and the redirector device).
The router is coupled to the LAN A hub/switch through a
suitable LAN or WAN link.

Each of the n servers and the redirector device includes
intelligent network interface controller (“iNIC”) circuitry, as
shown in FIG. 2A. Within the server farm, each of the n
servers and the redirector device (with its respective iNIC)
has arespective IP address that is advertised to clients through
the IP network. The redirector device and the servers com-
municate with one another through the iNICs, in order to
operate together in a cooperative manner as a distributed
system. A primary objective of such a cooperative distributed
system is to achieve server farm load-balancing (e.g., of han-
dling client connections), efficiently communicating packets
from clients directly to socket applications, reducing packet
manipulations, and increasing the effective use of server farm
resources (e.g., by the load-balancing of server application
processes and of associated software component objects).

Unlike the system of FIG. 1B, in the system of FIG. 2A, a
client connects to a server farm application by obtaining and
connecting to a server’s IP address, instead of a flow switch’s
IP address. In the illustrative embodiments, the servers’
respective IP addresses are advertised to clients in one of
multiple possible ways. For example, according to a first
technique, if multiple servers deploy a single application
under a single URL, the DNS advertises [P addresses of those
servers in a round-robin manner (e.g., one IP address at a
time, alternating in a rotational manner). For example, if two
servers deploy a web site application under a single URL
(e.g., www.mysite.com), the DNS advertises the two servers’
respective [P addresses (in association with the web site’s
URL) in round-robin manner.

According to a second technique, if multiple servers
deploy a single application under a single URL, the DNS
advertises the redirector device’s IP address (in association
with the web site’s URL). In that manner, a client initially
communicates with the redirector device. In response to the
redirector device receiving a connection request from a client,
the redirector device selects a server (in a round-robin manner
among the servers that deploy the application) and outputs the
selected server’s IP address to the client.

As the network bandwidth of the IP network, local area
networks (“LANSs”), wide area networks (“WANs”), and IP
network connections through ISPs increases at rate faster
than the increase in computing capabilities of servers, the
resulting disparity in performance effectively shifts the per-
formance bottleneck from (a) the capacity of a network to
carry information to (b) the capacity of server farms to pro-
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cess client application requests (e.g., IP packets). Accord-
ingly, individual servers in the server farm experience a vast
increase in the rate of packets received and sent. Under such
conditions, with the network interface and protocol stack,
each server’s performance becomes increasingly tied to the
processing of such packets.

Conventionally, as discussed hereinabove in connection
with FIG. 1A, the protocol stack is part of the OS, and OS
overhead is increased in response to processing of more pack-
ets, so that fewer CPU cycles remain available for user-level
applications. In that situation, individual server efficiency is
decreased in response to increases in CPU contention, bus
traffic contention, and memory traffic. By comparison, in the
illustrative embodiments, the protocol stack is part of the
iNIC instead of the OS, so the server farm operates more
efficiently in processing client application requests.

As shown in FIG. 2A and FIG. 3, each iNIC has a first port
(“Port A”) connected to LAN A (through LAN A hub/switch)
for receiving (and sending) IP packets to (and from) clients
through the IP network. Also, each iNIC has a second port
(“Port B”) connected to LAN B (through LAN B hub/switch)
for receiving (and sending) IP packets to (and from) other
iNICs in the server farm. Moreover, each iNIC has a third port
(“Synch Port”) connected to a synchronization hub (which
operates as a local area network) for receiving (and sending)
state information (e.g., number of TCP connections) to (and
from) other iNICs in the server farm.

The architecture of FIG. 2A provides for scalability of
bandwidth connections to the server farm. The scalability is
achievable in various ways, as discussed for example in con-
nection with FIGS. 2B, 2C and 2D. For example, in an alter-
native embodiment, each iNIC has a fourth port (“Port C) for
receiving (and sending) IP packets to (and from) clients
through the IP network.

FIG. 2B is a block diagram of a system for processing
information with a server farm, according to a second illus-
trative embodiment. FIG. 2B shows a situation where server
farm bandwidth is increased by adding routers and LAN
hub/switches. Similar to the system of FIG. 2A, in the system
of FIG. 2B, each router is coupled through a suitable WAN
link to an ISP for communication with the IP network, and
each router is coupled to a respective LAN hub/switch
through a suitable LAN or WAN link.

Accordingly, in FIG. 2B, router A is coupled to LAN A
hub/switch, and router B is coupled to LAN B hub/switch.
LAN A hub/switch is coupled to two servers (server 1 and
server 2) inthe server farm, and LAN B hub/switch is coupled
to three servers (Server 3, Server 4 and Server 5) in the server
farm. Similar to the system of FIG. 2A, in the system of FIG.
2B, all servers in the server farm are coupled to one another
through a LAN C hub/switch and a synchronization hub,
which are part of the server farm.

FIG. 2B shows scalability of the hardware architecture of
the illustrative embodiments according to received network
traffic (e.g., adding bandwidth with additional routers and
LAN hub/switches to accommodate increases in IP packets
received from clients through the IP network). Although FIG.
2B shows a situation where two routers are coupled through
suitable WANSs to one or more ISPs for communication with
the IP network, additional routers and LAN hub/switches can
be added to the system of FIG. 2B in a similar manner. Also,
the system of F1G. 2B is expandable with additional servers in
avariety of ways, such as by adding a server (in parallel with
existing servers) to an existing LAN hub/switch (e.g., to LAN
A hub/switch or LAN B hub/switch) or by adding a server to
an additional LAN hub/switch (which is coupled to an addi-
tional router through a suitable LAN or WAN). Such addi-
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tional servers would likewise be coupled to the other servers
through LAN C hub/switch and the synchronization hub. In
addition to achieving scalability according to received net-
work traffic, the system of FIG. 2B likewise achieves scal-
ability to accommodate increases in IP packets (e.g., appli-
cation response packets) sent by servers to clients through the
IP network.

FIG. 2C is a block diagram of a system for processing
information with a server farm, according to a third illustra-
tive embodiment. FIG. 2C shows a situation where additional
bandwidth is added for scalability of application response
packets. In the system of FIG. 2C, router B receives packets
from the IP network. These packets include requests from
clients, such as a request for a large file according to HTTP
protocol (HyperText Transport Protocol).

Router B forwards each received packet to a server (whose
IP address is specified in the packet) in the server farm
through L AN A hub/switch. In the illustrative embodiment of
FIG. 2C (in which LAN A hub/switch is coupled through
Router Bto the global computer network), LAN A hub/switch
is a Layer 2 switch. By comparison, in an alternative embodi-
ment (in which LAN A hub/switch is coupled directly to the
global computer network without an interposed router
device), LAN A hub/switch is a Layer 3 switch. In the
example of FIG. 2C, a server outputs response packets to
clients through a router other than router B, so that the output
response packets bypasses the network (e.g., LAN A in FIGS.
2A, 2C, 2D, 4A, 4B and 7) that is connected to Port A.
Accordingly, as shown in FIG. 2C, server 1 outputs response
packets to clients through router A which is dedicated to
server 1 for such purpose, and server 2 outputs response
packets to clients through router C which is dedicated to
server 2 for such purpose.

Similar to router B, the additional router A and router C are
coupled through a suitable WAN link to an ISP for commu-
nication with the IP network. The ISP may be the same or
different for each of routers A, B and C. Router A is connected
to a Port C (discussed further hereinbelow in connection with
FIG. 3) of the iNIC of server 1. Likewise, router C is con-
nected to a Port C of the iNIC of server 2.

In a similar manner, the server farm is expandable with
additional servers, routers and IP network connections. In the
illustrative embodiments, various combinations of scalability
in incoming and outgoing bandwidth are possible. The sys-
tem of FIG. 2C is particularly advantageous in a situation
where server 1 and server 2 output a relatively high volume of
response packets in response to a smaller volume of received
packets.

FIG. 2D is a block diagram of a system for processing
information with a server farm, according to a fourth illustra-
tive embodiment. In the example of FIG. 2D, two applications
(namely, “application1” and “application 2”*) are deployed by
servers within the server farm. In other respects, the system of
FIG. 2D is similar to the system of FIG. 2A. Accordingly, the
distributed architecture (of the illustrative embodiments) pro-
vides for deployment of multiple applications with a single IP
network connection.

As shown in FIG. 2D, servers 1 and 2 are grouped (“appli-
cation 1 group”) to deploy application 1, and servers 3, 4 and
5 (“application 2 group”) are grouped to deploy application 2.
For example, the server farm of FIG. 2D is configurable to
host two web sites (e.g., www.firstsite.com and www.second-
site.com) with a single IP network connection. Client
requests to a first URL (e.g., www.firstsite.com) are pro-
cessed by application 1 group, and client requests to a second
URL (e.g., www.secondsite.com) are processed by applica-
tion 2 group.
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For each web site, IP addresses are advertised by either the
DNS round-robin approach or the redirector device round-
robin approach, as discussed hereinabove in connection with
FIG. 2A. For example, IP addresses of servers 1 and 2 are
associated with the first URL (www.firstsite.com), and such
IP addresses can be advertised in round-robin manner. Simi-
larly, IP addresses of servers 3, 4 and 5 are associated with the
second URL (www.secondsite.com), and such IP addresses
can be advertised in round-robin manner.

Under the DNS round-robin approach: (a) for application 1
group in association with the first URL, the DNS advertises [P
addresses of servers 1 and 2 in a round-robin manner; and (b)
for application 2 group in association with the second URL,
the DNS advertises IP addresses of servers 3, 4 and 5 in a
round-robin manner.

Under a first version of the redirector device round-robin
approach: (a) for application 1 group in association with the
first URL, the DNS advertises a first redirector device’s IP
address; and (b) for application 2 group in association with
the second URL, the DNS advertises a second redirector
device’s IP address. In that manner, a client initially commu-
nicates with the first redirector device (for application 1 group
in association with the first URL) or the second redirector
device (for application 2 group in association with the second
URL). In an alternative embodiment, a single redirector
device operates in association with both the first and second
URLs for application 1 group and application 2 group,
respectively.

In response to the first redirector device receiving a con-
nection request from a client, the first redirector device selects
a server (in a round-robin manner among servers 1 and 2) and
outputs the selected server’s IP address to the client (e.g., via
HTTP redirect command). Likewise, in response to the sec-
ond redirector device receiving a connection request from a
client, the second redirector device selects a server (in a
round-robin manner among servers 3, 4 and 5) and outputs the
selected server’s IP address to the client.

Description of Intelligent Network Interface Controller
(“INIC™)

FIG. 3 is a block diagram of intelligent network interface
controller (“iNIC”) circuitry and conventional main board
circuitry of a server of a server farm, according to the illus-
trative embodiments. FIG. 3 shows example components of
the iNIC. For clarity, various interconnections between such
components are discussed hereinbelow in connection with
FIGS. 5A-5C, 8 and 13-17, rather than FIG. 3. The iNIC of
FIG. 3 is a representative one of the iNICs of the systems of
FIGS. 2A-2D, 4A-4B, 7 and 13-17.

As shown in FIG. 3, each iNIC includes at least one net-
work processor. The network processor includes program-
mable hardware and firmware for performing various opera-
tions, including packet classification, table lookups, packet
manipulation, and packet routing. For example, the network
processor includes a packet classification engine and a gen-
eral-purpose processor core, as discussed hereinbelow in con-
nection with FIGS. SA-5C and FIG. 8.

Inthe illustrative embodiments, the classification engine is
an application specific integrated circuit (“ASIC”) or a set of
integrated programmable multi-threaded microengines. The
classification engine is programmable and examines the
headers and contents of packets at rates approaching wire
speed. Other embodiments of the classification engine are
possible.

The network processor classifies and manipulates packets
that are examined by the classification engine. The classifi-
cation engine executes a set of instructions that are collec-
tively referred to as the “rules code.” In the network processor,
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the processor core performs various management tasks. The
processor core executes a set of instructions that is referred to
as the “action code.”

The classification engine examines packet information
(e.g., header information), verifies checksums, and matches
1P fields to records of previously stored tables of information.
Various tables of the illustrative embodiments are shown in
FIG. 12, which is discussed further hereinbelow. For
example, the classification engine is operable to classify a
packet according to whether the packet is a TCP/IP packet,
and according to whether the packet’s source IP address and
source TCP port match an existing record in a table (e.g., with
table keys being source IP address and source TCP port).

In response to such a match, the network processor is
operable to perform an action on the packet (e.g., send the
packet to the protocol stack) in response to software instruc-
tions stored in the iNIC’s memory (e.g., SRAM/SDRAM). In
the illustrative embodiments, the network processor is a com-
mercially available processor, such as Intel’s IXP1200 pro-
cessor (available from www.intel.com) or Motorola’s C-5
Digital Communications processor (available from www.mo-
torola.com).

In the illustrative embodiments, the IP operations system
(“ipOS”) refers to methods, circuitry, and system architecture
of the iNIC for classifying, manipulating and performing
actions in response to packets. Accordingly, the ipOS
includes the instructions executable by the network proces-
sor, the forwarding processor, and the protocol stack proces-
sor of FIG. 3. For example, the ipOS includes various instruc-
tions for performing operations of the iNIC within the server
farm, such as client request load-balancing, packet routing,
maintenance of connection endpoints, communications to
and from particular applications, and control of application
processes (and associated software component objects)
deployed on the server farm.

The iNIC stores various tables of information in support of
ipOS decisions about packets and control of server farm
resources. As shown in FIG. 3, the tables include various
information, such as state information, routing information,
process information, and protocol stack information. Such
tables are shown in FIG. 12, which is discussed further here-
inbelow.

The protocol stack includes a series of routines for process-
ing packets. Conventionally, the protocol stack has been part
of'the OS and has executed in kernel mode. By comparison, in
the illustrative embodiments, the iNIC’s protocol stack pro-
cessor executes instructions to perform the protocol stack
operations. Accordingly, such operations are oftloaded from
the OS.

Also, the iNIC includes circuitry for processing of for-
warded packets, which are sent from one server’s iNIC to
another server’s iNIC for processing. The forwarding proces-
sor operates to route forwarded packets at rates approaching
wire speed. Possible embodiments of the forwarding proces-
sor include a field programmable gate array (“FPGA”) or an
ASIC.

FIG. 3 shows an example iNIC configuration that includes
three IP packet ports (designated as Port A, Port B, and Port
C) and a single synchronization port (designated as Synch
Port). Each IP packet port is configurable to be full duplex and
to accommodate a variety of port protocols (e.g., Ethernet,
ATM and FDDI). The synchronization port is configurable in
the same manner as an IP packet port or, in an alternative
embodiment, is specially configured. The configuration of the
synchronization port is selected according to a particular
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application deployed on the server farm. With suitable cir-
cuitry, extremely fast synchronization is achievable for a par-
ticular application.

Also, the iNIC includes a memory for storing various data
structures to represent the connection endpoints for client-
server socket-based application connections. Moreover, the
iNIC includes Direct Memory Access (“DMA”) circuitry for
sending information (a) from the INIC directly to the main
board circuitry’s memory and (b) from the main board cir-
cuitry’s memory to the iNIC’s memory. In an alternative
embodiment, the iNIC includes additional circuitry and firm-
ware (for clarity, not shown in FIG. 3) for performing speci-
fied encryption operations.

Description of Client Request Load-Balancing

The iNIC performs server farm load-balancing of socket
application client requests. Round-robin approaches to adver-
tise IP addresses (e.g., DNS round-robin approach or redirec-
tor device round-robin approach) have limited ability to effec-
tively load-balance. For example, in selecting a server to
process a client request, round-robin approaches substan-
tially fail to account for the client request’s specific details
such as session management. Accordingly, in the illustrative
embodiments, after a connection is established between the
selected server and a client, the selected server is operable to
selectively forward packets (received from a client) for pro-
cessing by another server (within the server farm).

FIG. 4A is a block diagram of a system for processing
information with a server farm, according to an illustrative
embodiment in which server 1’s iNIC forwards (or “outputs™)
packets for processing by server 2’s iNIC (and, in some
instances, by server 2’s application layer), according to ipOS
logic of server 1’s iNIC. For clarity, the processing of
response packets by server 2’s application layer is not shown
in FIG. 4A. In forwarding packets, server 1’s iNIC operates
substantially independently of server 1’s application layer.
Server 2’s iNIC is substantially identical to server 1’s iNIC,
so the operation of server 1 is likewise representative of the
operation of server 2.

In the example of FIG. 4A, arrows show the directions in
which packets are communicated between router A, server 1
and server 2. For example, a client sends (or “outputs™) a
request to server 1 at IP 123.123.123.1. Router A receives the
client request and outputs it to LAN A hub/switch for receipt
by server 1.

Server 1’s iNIC (in response to instructions of its ipOS)
determines whether to forward packets associated with the
client connection from server 1’s iNIC to server 2’s iNIC. If
s0, in response to receiving such a packet from the client,
server 1’s iNIC (in response to instructions of its ipOS)
encapsulates the packet with additional information (as dis-
cussed hereinbelow) and forwards it to a physical port (IP
222.222.222.3) on server 2’s iNIC. In response to receiving
the encapsulated packet from server 1’s iNIC, server 2’s iNIC
(in response to instructions of its ipOS) unpacks and pro-
cesses the encapsulated packet.

Accordingly, in such a situation, server 2’s iNIC (in
response to instructions of its ipOS): (a) in response to such
information received from server 1’s iNIC, establishes a con-
nection endpoint in the memory of server 2’s iNIC for the
particular client-server socket-based application connection;
(b) if appropriate for the packet, processes and sends infor-
mation from the packet to server 2’s application layer; and (c)
if appropriate for the packet, processes and sends response
packets to the client through the IP network in response to
information from server 2’s application layer. The protocol
stack processor of server 2’s iNIC (in response to instructions
of'its ipOS) adds suitable header information to the response
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packet and sends it to the client through the IP network-
connected port (IP 123.123.123.3) of server 2’s iNIC.
Although the response packet is sent to the client from server
2, the response packet appears (from the client’s perspective)
to be sent from server 1.

FIG. 4B is a block diagram of the system of FIG. 4A,
according to an illustrative embodiment in which server 2
processes packets without forwarding to server 1. Server 1 is
substantially identical to server 2, so the operation of server 2
is likewise representative of the operation of server 1. In the
example of FIG. 4B, arrows show the directions in which
packets are communicated between router A and server 2. For
example, a client sends a request to server 2 at IP
123.123.123.3. Router A receives the client request and out-
puts it to LAN A hub/switch for receipt by server 2.

Server 2’s iNIC determines (in response to instructions of
its ipOS) whether to forward packets associated with the
client request to server 2. If not, in response to receiving such
a packet from the client, server 2’s iNIC (in response to
instructions of its ipOS) keeps the packet and processes it.

Accordingly, in such a situation, server 2’s iNIC (in
response to instructions of its ipOS): (a) establishes a connec-
tion endpoint in the memory of server 2’s iNIC for the par-
ticular client-server socket-based application connection (b)
if appropriate for the packet, processes and sends information
from the packet to server 2’s application layer; and (c) if
appropriate for the packet, processes and sends response
packets to the client through the IP network in response to
information from server 2’s application layer. The protocol
stack processor of server 2’s iNIC (in response to instructions
of'its ipOS) adds suitable header information to the response
packet and sends it to the client through the IP network-
connected port (IP 123.123.123.3) of server 2’s iNIC. The
response packet appears (from the client’s perspective) to be
sent from server 2.

Description of INIC Packet Flow

FIG. 5A is a block diagram of the iNIC and main board
circuitry of FIG. 3, according to an illustrative embodiment in
which the iNIC processes information received and sent
through a Port A. FIG. 5A shows pathways by which-various
packets (received from clients through Port A) are communi-
cated through the iNIC. For clarity, in the example of FIG. 5A,
the iNIC has two IP packet ports (Port A and Port B) and a
single synchronization port (Synch Port).

At Port A, the iNIC receives a packet and classifies it with
the network processor classification engine. The classifica-
tion engine executes the rules code to determine whether a
match exists for the packet. If the packet is not destined for the
server, fails checksum verification, or fails to match other
criteria, then the classification engine drops (or “discards™)
the packet. If the packet is not dropped, the classification
engine sends the classified packet, along with possible table
lookup results, to either (a) the processor core for execution of
ipOS action code, (b) the forwarding processor for process-
ing, or (c) the protocol stack processor for processing.

In the illustrative embodiments, the classification engine is
operable to perform the packet classification by reviewing
one or more tables in response to a packet’s information. For
example, in response to the rules code, the classification
engine determines whether a match exists between (a) the
packet’s source IP and source TCP port and (b) an existing
table of source IP addresses and source TCP ports (e.g., to
determine whether the packet should be forwarded to another
server).

If the classification engine sends a classified packet to the
processor core, then the processor core receives the packet
and processes it according to the ipOS action code. In
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response to the action code, the processor core determines
whether to (a) drop the packet, (b) send the packet to the
protocol stack processor, or (¢) process the packet and send it
to the forwarding processor. If the processor core drops the
packet, the processor core erases the packet’s information
from the iNIC’s memory.

Ifthe processor core sends the packet to the protocol stack
processor, it does so during the connection setup process
which is discussed further hereinbelow. In such a situation,
the packet either: (a) is part of the connection setup process
(e.g., SYN packet); or (b) is a request packet (e.g., during the
socket to connection endpoint setup process) that is being
processed locally without forwarding to another server.

If the processor core sends the packet to the forwarding
processor, the packet either (a) is part of a new connection
(e.g., including a connection endpoint) that is being migrated
to another server’s iNIC, or (b) is part of an existing connec-
tion that has already been migrated to another server’s iNIC.
In sending the packet to the forwarding processor, the pro-
cessor core also sends information to the forwarding proces-
sor for encapsulation of the packet, thereby enabling the
forwarding processor to encapsulate the packet before for-
warding the packet to another server. If a connection is
migrated from a first server to a second server, the client
request packet (see FIGS. 10A-10C) and all subsequent pack-
ets of the migrated connection bypass the first server’s pro-
tocol stack and, instead, are processed by the second server’s
protocol stack. The forwarding processor is operable to
receive packets from either the classification engine or pro-
cessor core (in response to the processor core’s action code).
If the forwarding processor receives a packet from the clas-
sification engine, the forwarding processor forwards the
packet to another iNIC through Port B at rates approaching
wire speed. Before forwarding the packet, the forwarding
processor encapsulates it with header information.

The protocol stack processor is operable to receive packets
from either the processor core or the classification engine. If
the protocol stack processor receives a packet from the pro-
cessor core (in response to the processor core’s action code),
the packet is part of the connection setup process (e.g., during
delayed connection endpoint to application socket binding).
In the connection setup process for a packet received at Port
A, the first packet received by the protocol stack processor
from the processor core is the SYN packet (the SYN packet
initiates creation of a connection endpoint). In association
with such connection, the next packet received by the proto-
col stack processor from the processor core indicates a deci-
sion to process the connection locally without forwarding to
another server.

If the protocol stack processor receives a packet from the
classification engine, the packet either: (a) is part of the con-
nection setup process (e.g., SYN packet); or (b) is a packet
associated with an already established connection that is
being processed locally without forwarding to another server.
In FIG. 5A, if a packet has moved down the protocol stack for
destination to a client, the protocol stack processor sends the
packet to the client through Port A (which is coupled to the IP
network). If a packet has moved up the protocol stack for
destination to the main board circuitry’s memory, the proto-
col stack processor sends information from the packet to the
DMA circuitry.

Also, in FIG. 5A, the DMA circuitry (a) sends information
from the iNIC directly to the main board circuitry’s memory
and (b) receives information from the main board circuitry’s
memory to the iNIC’s memory. Accordingly, through the
DMA circuitry and main board circuitry’s memory, the pro-
tocol stack processor outputs information (from a packet) and
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a connection endpoint reference to an application that is asso-
ciated with the connection endpoint. Likewise, through the
main board circuitry’s memory and the DMA circuitry, the
protocol stack processor receives information from an appli-
cation that is associated with a connection endpoint and, in
response thereto, the protocol stack processor assembles a
packet for destination to a client.

FIG. 5B is a block diagram of the iNIC and main board
circuitry of FIG. 3, according to an illustrative embodiment in
which the iNIC processes information received through a Port
B. FIG. 5B shows pathways by which various packets (re-
ceived from other server iNICs within the server farm through
Port B) are communicated through the iNIC. Such packets
from other server iNICs are received as encapsulated packets
at Port B and are classified by the classification engine, which
executes the rules code to determine whether a match exists
for the packet.

If the classification engine does not drop the packet, the
packet is classified and either (a) is part of a new connection
(e.g., including a connection endpoint) that is being migrated
to the server’s iNIC, or (b) is part of an existing connection
that has already been migrated to the server’s iNIC, or (¢) is a
verification that a connection was successfully migrated to
another server’s iNIC. If the packet is not dropped, the clas-
sification engine sends the classified packet to either (a) the
processor core for execution of ipOS action code or (b) the
protocol stack processor for processing.

If the encapsulated packet (received at Port B) is part of a
new connection that is being migrated to the server’s iNIC
(“receiving server’s iNIC”), the classification engine verifies
the packet according to the packet’s checksum algorithm. If
the packet is verified, the classification engine sends informa-
tion (e.g., the payload) of the packet to the processor core for
establishing a connection endpoint that is associated with the
new connection. After the processor core establishes the con-
nection endpoint, (a) the processor core sends information to
the protocol stack processor for binding (or “associating”) the
connection endpoint to an appropriate socket and its associ-
ated socket application, and (b) the processor core forms an
encapsulated acknowledgement packet and sends it to the
forwarding processor, which outputs such packet to another
server’s iINIC (“forwarding server’s iNIC”) through Port B as
a verification that the connection endpoint was successfully
migrated to the receiving server’s iNIC.

If the encapsulated packet (received at Port B) is a verifi-
cation that a connection endpoint was successfully migrated
to the iNIC of another server (“receiving server”), the classi-
fication engine sends information of the packet (along with a
reference to the connection endpoint) to the processor core. In
response to such information and reference, the processor
core (in response to instructions of its ipOS) erases the con-
nection endpoint from the iNIC’s memory and drops the
packet. After such verification of the connection endpoint
migration, the INIC (in response to instructions of its ipOS)
sends (through the forwarding processor) all packets associ-
ated with the connection to the receiving server.

The protocol stack processor is operable to receive packets
from either the classification engine or the processor core. If
the encapsulated packet (received at Port B) is part of an
existing connection that has already been migrated to the
server’s iNIC, the protocol stack processor receives the
packet from the classification engine. In response thereto, the
protocol stack processor (a) verifies and removes the packet’s
header and (b) processes information (e.g., the IP packet
payload) of the packet associated with an already established
connection endpoint.
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If the protocol stack processor receives a packet from the
processor core, the packet is part of the connection setup
process. In response to such a packet from the processor core,
the protocol stack processor binds (or “associates”) the pack-
et’s associated connection endpoint to an appropriate socket
and its associated socket application. The socket application
is executed by the main board circuitry.

Accordingly, in such a situation, through the DMA cir-
cuitry and main board circuitry’s memory, the iNIC’s proto-
col stack processor sends a request (along with a reference to
the connection endpoint) to the main board circuitry. In
response to such request, the main board circuitry stores the
reference (“connection endpoint reference’) within a socket.
The socket is related to a suitable associated socket applica-
tion for servicing the connection. In that manner, the socket
application is related to (and associated with) the connection
endpoint, as discussed further hereinbelow in connection
with FIG. 13.

In FIG. 5B, if a packet has moved down the protocol stack
for destination to a client, the protocol stack processor outputs
the packet to the client through Port A (which is coupled to the
IP network). If a packet has moved up the protocol stack for
destination to the main board circuitry’s memory, the proto-
col stack processor outputs information from the packet to the
DMA circuitry.

Also, in FIG. 5B, the DMA circuitry sends information (a)
from the iNIC directly to the main board circuitry’s memory
and (b) from the main board circuitry’s memory to the iNIC’s
memory. Accordingly, through the DMA circuitry and main
board circuitry’s memory, the protocol stack processor out-
puts information (from a packet) and a connection endpoint
reference to an application that is associated with the connec-
tion endpoint. Likewise, through the main board circuitry’s
memory and the DMA circuitry, the protocol stack processor
receives information from an application that is associated
with a connection endpoint and, in response thereto, the pro-
tocol stack processor assembles a packet for destination to a
client.

FIG. 5C is a block diagram of the iNIC and main board
circuitry of FIG. 3, according to an illustrative embodiment in
which the iNIC processes information received and sent
through a Synch Port. FIG. 5C shows pathways by which
various packets (received from other servers within the server
farm through the Synch Port) are communicated through the
iNIC. At the Synch Port, the iNIC receives the packet and
classifies it with the classification engine.

If the classification engine determines that the packet is a
synchronization packet, the classification engine sends the
packet to the processor core for processing according to the
ipOS action code. In response thereto, the processor core
reads synchronization information from the synchronization
packet and writes such information into a suitable state table
of the iNIC memory. After suitably processing the synchro-
nization packet, the processor core drops it.

Also, through the Synch Port, the processor core is respon-
sible for sending the server’s state to others servers in the
server farm. Accordingly, at specified synchronization inter-
vals, the processor core assembles specified synchronization
information into a packet. Then, the processor core outputs
the assembled packet through the Synch Port for distribution
to other servers in the server farm.

Description of Server Farm State Synchronization

FIG. 6 is a conceptual illustration of information stored in
a memory of the representative iNIC of FIG. 3. In the illus-
trative embodiments, the servers in the server farm endeavor
to synchronize state information with one another by sending
and receiving the-state information through the server farm’s
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synchronization hub. FIG. 6 illustrates the types of informa-
tion stored by the iNIC in the synchronization process.

Through the synchronization port of a server’s iNIC, the
server sends information to the other servers in the server
farm. In the memory of the server’s iNIC, the server stores
information that represents the state of other servers in the
server farm. Such information is accessible to the server’s
ipOS.

On a high priority basis (e.g., high frequency), the iNIC
receives information that represents the state of other servers
in the server farm. In an illustrative embodiment, such infor-
mation (“server farm state information™) includes the other
servers’ respective number of then-currently established TCP
connections, CPU utilization, available main board circuitry
memory, available server bandwidth, and/or other suitable
information for high priority synchronization of the server
farm’s servers.

On a medium priority basis (e.g., medium frequency), the
iNIC receives information about local and foreign object
instances being executed by servers in the server farm (“ob-
ject instances”). In an illustrative embodiment, for object
instances, such information includes an object identification
tag (along with its IP address) and a shadow object identifi-
cation tag (if any, along with its IP address), and/or other
suitable information for medium priority synchronization of
the server farm’s servers.

Also, on a medium priority basis, the iNIC receives infor-
mation about local and foreign application processes being
executed by servers in the server farm. In an illustrative
embodiment, for application processes, such information
includes an application process identification tag (along with
its IP address), TCP port (e.g., listening socket connection
information), and/or other suitable information for medium
priority synchronization of the server farm’s servers.

On a much lower priority basis (e.g., lower frequency), the
iNIC receives application process (and component object)
performance information. In an illustrative embodiment,
such information includes an application process (or object)
identification tag, application process (or object) memory
size, average CPU utilization, information on application
processes (and component objects) that are stored by particu-
lar servers for execution, and/or other suitable information for
low priority synchronization of the server farm’s servers.
Referring also to FIGS. 3 and 12, the iNIC’s application
information table (included within the process information in
iNIC memory) stores information for mapping a specified
application process (or object) identification tag to the appli-
cation process’s (or object’s) memory requirements and CPU
utilization.

Within the server farm, on a periodic basis, each server
advertises its state by outputting a UDP message through the
synchronization port of the server’s iNIC. Other servers (in
the server farm) receive the message and store information
from the message into their respective iNIC memories.
Accordingly, in that manner within the server farm, such
information is accessible to any server’s ipOS, and the server
farm’s servers perform load-balancing and resource manage-
ment operations in response to such information.
Description of Dynamic L.oad Balancing

In the illustrative embodiments, the iNIC (in response to
instructions of its ipOS) executes a process for dynamic load-
balancing of client requests across servers within the server
farm. The load-balancing technique includes a process to
select a suitable server for processing a client request. For
efficiency, the technique favors selection of the server that
initially receives the client request. With a set of n available
servers that synchronize their state tables (e.g., by storing
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identical server farm state information), the server (which
initially receives the client request) executes the load-balanc-
ing process to select a server (from among the n available
servers in the server farm) for processing the client request.

For additional efficiency in the illustrative embodiments, in
response to instructions of its ipOS, the iNIC of a server
(which initially receives the client request) executes the load-
balancing process only when the server reaches a predeter-
mined threshold of activity. In the illustrative embodiments,
the server calculates whether such threshold has been
reached, in response to some or all of the state table informa-
tion. Example thresholds are (a) a maximum number of TCP
connections then-currently established by the server or (b) a
maximum CPU utilization within the server.

A potential shortcoming of load-balancing techniques is
that multiple simultaneous client requests may result in one
particular server processing many (or all) of the simultaneous
client requests, without forwarding a suitable number of the
simultaneous client requests to another server in the server
farm (e.g., the load-balancing process may select the same
server for processing all of the simultaneous client requests).
Such a result leads to a process called thrashing. In the illus-
trative embodiments, the load-balancing technique substan-
tially avoids thrashing by selecting a server to process a
request in response to a probability distribution.

According to such a probabilistic technique, the iNIC (in
response to instructions of its ipOS) executes a process for
dynamic load-balancing in response to a number of TCP
connections then-currently established by each server. The
probability of a server being selected is inversely proportional
to the number of TCP connections then-currently established
by the server. In the illustrative embodiments, this probability
is calculated in accordance with Equations (1) and (2) below.
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In Equation (1), (a) p, is the probability that the load-
balancing technique will result in the client request being
serviced by the i” server (among n servers in the server farm),
(b) CN; , is the number of TCP connections then-currently
established by server i, and (c) k is a constant that is calculated
in accordance with Equation (2). In Equation (2), (a) CN; is
the number of TCP connections then-currently established by
server j and (b) n is the number of servers in the server farm.

FIG. 7 is a block diagram of a system for processing infor-
mation with a server farm, according to an illustrative
embodiment in which servers 1, 2 and 3 perform load-bal-
ancing of client requests. In the example of FIG. 7, servers 1,
2 and 3 have synchronized (e.g., servers 1, 2 and 3 have
identical state tables in their respective iNIC memories).
Moreover, in the example of FIG. 7, each of servers 1, 2 and
3 has exceeded a predefined threshold of activity (e.g., num-
ber of TCP connections greater than a threshold).

Accordingly, in the illustrative embodiments, received cli-
ent requests are load-balanced within the server farm. In the
example of FIG. 7, server 1 receives a client request, and the
iNIC of server 1 (in response to instructions of its ipOS)
executes the load-balancing process. The iNIC of server 1 (in
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response to instructions of its ipOS) calculates a probability
that any one of servers 1, 2 or 3 will be selected to process the
client request.

In response to the example state information of FIG. 7, the
iNIC of server 1 (in response to instructions of its ipOS)
calculates the following probabilities for servers 1, 2 or 3,
respectively: P,=0.37, P,=0.33, and P,=0.30. To determine
which of servers 1, 2 or 3 will actually be selected to process
the client request, the iNIC of server 1, in response to instruc-
tions of its ipOS, (a) executes a pseudo random number gen-
erator for identifying a random number between O and 1 and
(b) compares the random number to the calculated probabili-
ties, in order to select one of servers 1, 2 or 3. For example, if
the random number is less than 0.37, the iNIC of server 1 (in
response to instructions of its ipOS) selects server 1. By
comparison, if the random number is greater than 0.37 yetless
than 0.7 (0.37+0.33), the iNIC of server 1 (in response to
instructions of its ipOS) selects server 2. Otherwise, if the
random number is greater than 0.7, the iNIC of server 1 (in
response to instructions of its ipOS) selects server 3.
Description of ipOS Threads

FIG. 8 is a data flow diagram of process threads executed
by the representative iNIC of FIG. 3. FIG. 8 shows ipOS
components, which include one or more threads of execution.
In the example of FIG. 8, the ipOS components include four
threads of execution. For clarity, FIG. 8 does not illustrate the
packet processing performed by the forwarding processor
(e.g., the splicing of an ipOS encapsulation header to a
packet) for the creation and sending of encapsulated packets
through Port B.

Each thread of execution includes a packet classification
component and an action code component. For example, if
applicable to a particular thread, the thread processes a packet
by classifying the packet according to a set of classification
rules. After classifying the packet, the thread processes the
packet by performing operations associated with the classifi-
cation.

As shown in FIG. 8, the ipOS components include a bal-
ance thread, a forward thread, and a synchronization thread.
Each of those threads includes program code that is execut-
able by the network processor for performing operations
associated with the particular thread. Also, the ipOS compo-
nents include a protocol stack thread. The protocol stack
thread includes program code that is executable by the pro-
tocol stack processor for performing operations associated
with the protocol stack thread.

Referring also to FIG. 3, the iNIC’s memory stores routing
information, which includes tables that are searchable in
response to a thread’s packet classification component or
action code component. In response to a search key, the iNIC
(in response to instructions of its ipOS) searches a table to
locate a record of information associated with the search key.
The iNIC (in response to instructions of its ipOS) is pro-
grammed to match the search key with specific fields of a
packet.

As showninFIG. 8, at Port A, the iNIC (a) receives a packet
from a client through the IP network and (b) sends the packet
to the balance thread. The balance thread processes the packet
by classifying the packet according to a set of classification
rules. In communicating the packet through the balance
thread, the balance thread reads local, temporary, forward,
and listening socket tables.

FIG. 12 is a conceptual illustration of tables stored by a
server’s iINIC memory, according to the illustrative embodi-
ments. In particular, FIG. 12 shows the types of fields (and
descriptions thereof in each table. Also, FIG. 12 shows
whether a particular field is used as a key for locating records
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in the table. Accordingly, for example, the local, forward-
connect, and temporary tables have the same types of fields
and keys.

The local, forward-connect, and temporary tables store
information representative of connection endpoints in various
states. Because these tables store information representative
of connection endpoints, a packet’s source IP address, source
TCP port, destination IP address, and destination TCP port
are used as keys for locating records in the tables. Each record
is capable of storing additional information beyond the fields
shown in FIG. 12, and the server’s iNIC is capable of storing
additional tables beyond the tables shown in FIG. 12.

The local table stores information representative of con-
nection endpoints that are attached to a socket associated with
alocal application (i.e., an application executed by the server
that stores the table). The forward-connect table stores infor-
mation representative of connection endpoints that have been
migrated to the server. The temporary table stores informa-
tion representative of connection endpoints that are not yet
attached to a socket associated with an application (e.g., the
server is assessing the client request). Accordingly, in the
temporary table, such connection endpoints have a state asso-
ciated with a delayed connection endpoint to application
socket bind (as discussed further hereinbelow).

The forward table stores information representative of con-
nection endpoints that have been migrated to a different
server. Accordingly, such connection endpoints are attached
to a socket that is associated with a non-local application (i.e.,
an application executed by the different server). The listening
sockets table stores information representative of an IP
address and TCP port of a listening socket associated with an
application.

FIG. 9A is a flowchart of the balance thread of FIG. 8 for
TCP/IP based applications. FIG. 9A shows a detailed com-
munication of a packet through the balance thread, in which
the packet is processed in a sequence of steps until the packet
is either dropped or output from the balance thread. If the
packet satisfies a particular rule, the iNIC (in response to
instructions of its ipOS) performs a suitable operation in
response to the packet.

As shown in FIG. 9A, an IP packet enters the balance
thread from Port A. The iNIC (in response to instructions of
its balance thread) verifies the packet according to its check-
sum algorithm (16-bit one’s compliment sum). Ifthe packet is
corrupt (as evidenced by a failure to verify according to its
checksum algorithm), then the packet is dropped.

After verifying the packet according to its checksum algo-
rithm, the iNIC (in response to instructions of its balance
thread) reads the packet’s destination IP address to verify that
the packet is addressed to the iNIC’s server. If the packet is
not addressed to the iNIC’s server, then the packet is dropped.

After verifying that the packet’s destination IP address
matches the server’s IP address, the iNIC (in response to
instructions of its balance thread) determines whether the
packet’s source IP address and source TCP port match a
record in the temporary table. If so, a client has initiated a
connection, but the connection endpoint has not yet attached
to a socket associated with an application. In such a situation,
the iNIC (in response to instructions of its balance thread)
reads the packet to determine whether it represents a client
request (e.g., the first packet in which the TCP flag is set to
PUSH).

If the packet is not a client request (e.g., TCP Flag set to
ACK), the iNIC (in response to instructions of its balance
thread) sends the packet and a reference to the connection
endpoint (stored in the temporary table’s matching record) to
the protocol stack thread (which is executed by the iNIC’s
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protocol stack processor). By comparison, if the packet is a
client request (i.e., PUSH), the iNIC (in response to instruc-
tions of its balance thread) reviews the request and selects a
server to process the request (e.g., according to the load-
balancing technique). If the selected server is a different
server (i.e., not the iNIC’s server), the iNIC (in response to
instructions of its balance thread) migrates the connection
endpoint to the selected server. [0160] If the packet’s source
1P address and source TCP port do not match a record in the
temporary table, the iNIC (in response to instructions of its
balance thread) determines whether the packet is part of an
already established connection to a different server. Accord-
ingly, the iNIC (in response to instructions of its balance
thread) determines whether the packet’s source IP address
and source TCP port match a record in the forward table. If so,
the iNIC (in response to instructions of'its balance thread) (a)
identifies the different server’s iNIC as storing the connection
endpoint, (b) encapsulates the packet with an ipOS encapsu-
lation header (FIG. 11A), and (¢) with the iNIC’s forwarding
processor, outputs the encapsulated packet through Port B to
the different server’s iNIC, so that the output encapsulated
packet bypasses the network (e.g., LAN A in FIGS. 24, 2C,
2D, 4A, 4B and 7) that is connected to Port A. In order to form
the ipOS encapsulation header, the forward table stores the
following information in association with the matching
record: (a) the IP address of the different server’s iNIC and (b)
the TCP port of the server application which is executed by
the different server.

By encapsulating the packet with an encapsulation header,
the iNIC (in response to instructions of its balance thread)
addresses the packet to the previously selected server and
migrated connection endpoint. Advantageously, in the illus-
trative embodiments, the IP packet is not rewritten. Such
encapsulation is discussed further hereinbelow in connection
with FIGS. 11A-111.

If the packet’s source IP address and source TCP port do
not match a record in the forward table, the iNIC (in response
to instructions of its balance thread) determines whether the
packet’s source IP address and source TCP port match a
record in the local table. If so, the iNIC (in response to
instructions of its balance thread) identifies the packet as
having a connection endpoint that is attached to a socket
associated with a local application. Accordingly, in such a
situation, the iNIC identifies itself as storing the connection
endpoint. In such a situation, the iNIC (in response to instruc-
tions of its balance thread) sends the packet and a reference to
the connection endpoint (stored in the local table’s matching
record) to the protocol stack thread.

If the packet’s source IP address and source TCP port do
not match a record in the local table, the iNIC (in response to
instructions of its balance thread) determines whether the IP
packet’s TCP SYN flag is set (e.g., determines whether a
client is initiating a new connection) and whether the packet
specifies an IP address and TCP port that match a record in the
listening sockets table. If so, the iNIC sends the packet to the
protocol stack processor for establishing a temporary connec-
tion. The protocol stack processor responds to the client with
a SYN-ACK response packet as part of the TCP/IP initiation
of'a connection. Also, the iNIC creates a connection endpoint
that has yet to be attached to a socket associated with an
application. In the temporary table, the iNIC stores a record
which includes a reference to such connection endpoint.

As shown in FIG. 9A, if the IP packet’s TCP SYN flag is
not set, or if the packet specifies an IP address and TCP port
that do not match a record in the listening sockets table, then
the packet is dropped.
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FIG. 9B is a flowchart of the forward thread of FIG. 8 for
TCP/IP based applications. FIG. 9B shows a detailed com-
munication of a packet through the forward thread. The
packet enters the forward thread from Port B. Packets from
Port B are encapsulated packets and are sent to the forward
thread.

Accordingly, if the forward thread receives a packet from
Port B, the packet either (a) is part of a new connection that is
being migrated to the server’s iNIC, or (b) is part of an
existing connection that has already been migrated to the
server’s iNIC, or (c) is a verification that a connection was
successfully migrated to another server’s iNIC. In FIG. 12,
the forward-connect table stores information representative
of'connection endpoints that have been migrated to the server.
In response to such information, the forward thread deter-
mines a suitable operation to perform on the packet, using an
IP address and TCP port as keys to locate records in the
forward-connect table.

As shown in FIG. 9B, after receiving a packet from Port B,
the iNIC (in response to instructions of its forward thread)
verifies the packet’s encapsulation header according to its
checksum algorithm (16-bit one’s compliment sum of the
header). If the encapsulation header is corrupt (as evidenced
by a failure to verify according to its checksum algorithm),
then the packet is dropped.

After verifying the encapsulation header according to its
checksum algorithm, the iNIC (in response to instructions of
its forward thread) reads the encapsulation header’s destina-
tion IP address to verify that the encapsulated packet is
addressed to the iNIC’s Port B. If the encapsulated packet is
not addressed to the iNIC’s Port B, then the packet is dropped.

After verifying that the encapsulated header’s destination
IP address matches the iNIC’s Port B IP address, the iNIC (in
response to instructions of its forward thread) determines
whether the encapsulation header’s type field is set to 0x01. If
so, the packet is part of a new connection that is being
migrated to the server’s iNIC. In such a situation, the iNIC
removes the encapsulation header and performs a one-time
connection endpoint setup. As verification that the connection
was successfully migrated, the iNIC (in response to instruc-
tions of its forward thread) sends a packet (with type field set
to 0x03) through Port B to the originating iNIC (i.e., to the
iNIC that requested the migration).

By comparison, if the encapsulation header’s type field is
set to 0x02, the packet (e.g., PUSH, ACK or FIN types of
packets) is part of an existing connection that has already
been migrated to the server’s iNIC. In such a situation, the
iNIC (in response to instructions of its forward thread) reads
the client source IP address and source TCP port from the
encapsulation header and, in response thereto, locates a
matching connection endpoint record in the forward-connect
table. Also, the iNIC (in response to instructions of'its forward
thread) removes the encapsulation header and sends the unen-
capsulated packet (which is an IP packet) and a reference to
the connection endpoint (stored in the forward-connect
table’s matching record) to the protocol stack thread.

If the encapsulation header’s type field is set to 0x03, then
the packet is a verification that a connection was successfully
migrated to another server’s iNIC. In such a situation, the
iNIC (in response to instructions of its forward thread) reads
information from the encapsulation header and, in response
thereto, locates a matching connection endpoint record in the
temporary table. Then, the iNIC (in response to instructions
of its forward thread): (a) moves such record from the tem-
porary tableto the forward table, (b) deletes such record in the
temporary table, and (c) drops the packet.
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If the encapsulation header’s type field is set to neither
0x01, 0x02 nor 0x03, then the packet is dropped.

FIG. 9C is a flowchart of the synchronization thread of
FIG. 8. FIG. 9C shows a detailed communication of a packet
through the synchronization thread. The packet enters the
synchronization thread from the Synch Port. Packets from the
Synch Port are sent to the synchronization thread.

After receiving a packet from the Synch Port, the iNIC (in
response to instructions of its synchronization thread) classi-
fies the packet according to the synchronization thread’s clas-
sification rules. Numerous embodiments of the synchroniza-
tion thread and Synch Port are possible. As shown in FIG. 12,
the iNIC includes a server state table for storing information
representative of the current states of all servers in the server
farm.

As shown in FIG. 9C, after receiving a packet from the
Synch Port, the iNIC (in response to instructions of its syn-
chronization thread) determines whether the packet is a UDP
packet. If not, then the packet is dropped.

After determining that the packet is a UDP packet, the iNIC
(in response to instructions of its synchronization thread)
determines whether the packet’s source IP address matches a
record in the server state table. If so, the packet indicates
either an update to a server’s state information or a removal of
a server from the server state table (e.g., a removal of the
server from the server farm due to maintenance). If the packet
indicates an update to a server’s state information, the iNIC
(in response to instructions of its synchronization thread)
updates the matching record in the server state table and drops
the packet. By comparison, if the packet indicates a removal
of'a server from the server state table, the iNIC (in response to
instructions of its synchronization thread) removes the
matching record and drops the packet.

If'the iNIC (in response to instructions of its synchroniza-
tion thread) determines that the packet’s source IP address
does not match a record in the server state table, the iNIC (in
response to instructions of its synchronization thread): (a)
adds a new record in the server state table in association with
the packet’s source IP address, (b) updates the new record in
response to other information from the packet, and (c) drops
the packet.

Also, with the synchronization thread, the iNIC assembles
state information of the iNIC’s server into a packet for broad-
cast to other servers within the server farm. In the illustrative
embodiments, the iNIC (in response to instructions of its
synchronization thread) assembles such information into a
UDP packet and outputs the UDP packet through the Synch
Port.

Referring to FIG. 8, the protocol stack thread implements
the IP, UDP and TCP protocols, including operations that are
commonly referred to as the Network and Transport Layers.
Some conventional techniques would perform the protocol
stack operations in the OS of the server’s main board cir-
cuitry. Accordingly, such conventional techniques would per-
form (a) network address translations in IP packets that are
communicated between clients and specified servers in the
server farm and (b) TCP splicing (e.g., rewriting of sequence
numbers).

By comparison, in the illustrative embodiments, the proto-
col stack operations are performed advantageously by the
protocol stack processor (in response to protocol stack
instructions) of the server’s INIC. For example, in the illus-
trative embodiments, the protocol stack thread avoids the
need to perform network address translations (“NATs”) in IP
packets that are communicated between clients and specified
servers in the server farm. Moreover, in the illustrative
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embodiments, the protocol stack thread avoids the need to
perform TCP splicing (e.g., rewriting of sequence numbers).

FIG. 13 is a block diagram of the iNIC and main board
circuitry of FIG. 3, according to the illustrative embodiments
in which a socket application is related to a socket and its
associated connection endpoint. In FIG. 13, a socket applica-
tion includes instructions for initiating the formation of a
socket by calling a system function (or by calling an applica-
tion program interface (“API”)) to form a socket of a specific
type (e.g., UDP or TCP) within a socket layer. In response to
instructions of the OS kernel, the main board circuitry man-
ages the socket layer. In response to such a call, the OS kernel
includes instructions for forming the socket and returning a
file descriptor (which references the socket) to the applica-
tion.

Although FIG. 13 shows a single socket, a socket applica-
tion can be related to numerous sockets at any particular time.
The socket layer includes instructions for sending one or
more requests to the iNIC, in order to initiate the iNIC’s
formation of a new connection endpoint (of a specified type),
and in order to initiate the iNIC’s formation of a socket
reference. Such request is associated with a socket, and the
socket reference is a reference to that socket.

In response to such a request, the iNIC (a) forms the new
connection endpoint, irrespective of whether a socket appli-
cation is associated with the new connection endpoint, and (b)
returns a reference (which references the connection end-
point) to the socket layer. As shown in FIG. 13, the socket
includes a reference (“connection endpoint reference”) for
associating the socket with the connection endpoint. Like-
wise, the connection endpoint includes a reference (“socket
reference”) for associating the connection endpoint with the
socket. The protocol stack thread (executed by the protocol
stack processor) has access to the iNIC’s memory, where
connection endpoints are stored in various tables (as dis-
cussed further herein in connection with FIG. 12).

Also, the iNIC (in response to instructions of its protocol
stack thread) is operable to associate an existing connection
endpoint and a socket with one another. For such association,
through the DMA circuitry and main board circuitry’s
memory, the iNIC’s protocol stack processor sends a request
(along with a reference to the connection endpoint) to the
main board circuitry. In response to such request, the main
board circuitry (a) forms a client specific socket (if a listening
socket exists for the IP address and TCP Port), (b) stores the
connection endpoint reference within the socket, and (c)
returns a reference (which references the socket) to the iNIC.
The INIC completes the association by storing the socket
reference within the connection endpoint.

The protocol stack thread of the illustrative embodiments is
similar to a conventional standard protocol stack (e.g., BSD
protocol stack), but the protocol stack thread of the illustrative
embodiments is modified from the conventional standard pro-
tocol stack in various ways. Such modifications include (a)
the addition of several fields to the connection endpoint data
structure, (b) the revision of protocol stack code to use the
modified connection endpoint, and (c) the revision of proto-
col stack code to selectively add special information within an
IP packet’s data portion (e.g., session management). More-
over, the protocol stack thread of the illustrative embodiments
is modified to advantageously avoid several conventional pro-
tocol stack operations, including checksum calculations and
connection endpoint searches, because such operations are
performed by the classification engine (e.g., a packet sent to
the protocol stack thread is accompanied by a reference to the
packet’s associated connection endpoint).
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Referring again to FIG. 8, packets are sent to the protocol
stack thread from the balance thread and the forward thread
(en route to a server application). Such packets are moving up
the protocol stack during a receive operation. After the pro-
tocol stack thread processes the packet, the protocol stack
processor outputs the payload information (destined for the
application) to the main board circuitry’s memory through
DMA circuitry (as discussed further hereinabove in connec-
tion with FIG. 3).

As discussed herein in connection with FIG. 13, the con-
nection endpoint includes a socket reference. In response to
receiving payload information from the protocol stack pro-
cessor, the main board circuitry appends the payload infor-
mation to a socket queue for the referenced socket. Also, the
main board circuitry alerts the application about such append-
ing.

Similarly, packets are sent to the protocol stack thread from
an application (en route to Port A). Such packets are moving
down the protocol stack during a send operation. As discussed
herein in connection with FIG. 13, the socket includes a
connection endpoint reference, so a packet sent to the proto-
col stack thread is accompanied by a reference to the packet’s
associated connection endpoint, and the protocol stack thread
does not perform connection endpoint searching. Moreover,
in processing such a packet, the protocol stack processor
outputs the packet to a client through Port A without TCP
splicing or packet rewriting.

In an illustrative embodiment, for any server application
that services a client request, a server’s protocol stack pro-
cessor (inresponse to instructions of'its protocol stack thread)
is operable to selectively form and add special information
(for causing the client to perform an operation) within an IP
packet before sending it to the client through Port A. In
response to the special information, the client (in response to
instructions of its application) is operable to: (a) maintain a
session, as discussed further hereinbelow, (b) selectively
update state information (stored by the client) in a manner
specified by the special information (e.g., for state mainte-
nance, such as modifying state information); and/or (c) selec-
tively perform another application specific operation in a
manner specified by the special information.

For example, the server’s protocol stack processor is oper-
ableto add the special information in response to the synchro-
nized state information (which is discussed further herein-
above such as in connection with FIG. 6) of servers in the
server farm. The protocol stack processor adds the special
information within the IP packet’s data portion (e.g., TCP
payload), so that the special information is not contained in
the 1P packet’s headers (e.g., IP, TCP or UDP header).

Advantageously, unlike at least one conventional tech-
nique, the protocol stack processor (of such an illustrative
embodiment) adds the special information (e.g., session
maintenance information, state maintenance information) in
a manner that is independent of the main board circuitry, and
independent of whether the server application includes any
instructions for such purpose. By comparison, in at least one
conventional technique, the protocol stack instructions affect
the IP packet’s headers (not the IP packet’s data portion), so
that session maintenance information (in the IP packet’s data
portion) is added by the main board circuitry in response to
instructions of a server application (rather than in response to
protocol stack instructions).

A session (e.g., HTTP session) includes multiple connec-
tions. For example, in such an illustrative embodiment, after
establishing a first connection of a session with a client
(which executes an application, such as a web browser), the
first server receives a request packet from the client. In
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response to the request packet, the first server’s iNIC is oper-
able to (a) select a server for maintaining the session with the
client and (b) notify the client of the selection by outputting
special information (e.g., HT'TP session identifier, such as a
cookie) in a response packet to the client. The special infor-
mation is added to the response packet by the protocol stack
processor of the first server’s iNIC.

Accordingly, in response to the request packet from the
client, the first server’s iNIC is operable to either: (a) in
response to the synchronized state information (which iden-
tifies servers in the server farm that have access to suitable
resources for servicing the client request), select one of the
identified servers for maintaining the session with the client;
or (b) select the first server for maintaining the session with
the client, irrespective of the synchronized state information.

In a first illustrative embodiment according to the HTTP
protocol, the special information is an HTTP session identi-
fier (which specifies a server for maintaining the session with
the client). In the first illustrative embodiment, the client: (a)
during the first connection, receives the response packet
(which includes the HTTP session identifier) from the first
server; (b) establishes a second connection of the session with
the server farm; and (c) after establishing the second connec-
tion, adds the HTTP session identifier within a request packet
(of the second connection) before sending it to the server
farm. In response to the request packet (which includes the
HTTP session identifier), the server farm is responsible for
sending the request packet to the specified server.

For example, in the first illustrative embodiment, the client
establishes the second connection of the session with a server
(“connecting server”) of the server farm, as discussed further
hereinabove in connection with FIG. 2A. In response to the
second connection’s request packet, the connecting server
either: (a) keeps the request packet and processes it, if the
request packet’s HTTP session identifier specifies the con-
necting server; or (b) forwards the request packet to a differ-
ent server (within the server farm) for processing, if the
request packet’s HTTP session identifier specifies the differ-
ent server (as discussed further hereinbelow in connection
with FIG. 10A and the cookie map table of FIG. 12). Accord-
ingly, in the first illustrative embodiment, the servers in the
server farm endeavor to synchronize state information with
one another by sending and receiving the state information
(including information for the cookie map table) through the
server farm’s synchronization hub, as discussed further here-
inabove in connection with FIGS. 5C and 6. By comparison,
in a conventional technique, the client would establish the
second connection of the session with a flow switch, which in
turn would send the second connection’s request packet to a
server as specified by the request packet’s HTTP session
identifier.

In a second illustrative embodiment, the client (in response
to instructions of its application): (a) during the first connec-
tion, receives the response packet (which includes the special
information) from the first server; (b) if the special informa-
tion specifies the first server, establishes the second connec-
tion of the session directly with the first server; and (c) if the
special information specifies a second server (i.e., different
than the first server), establishes the second connection of the
session directly with the second server (instead of the first
server). Also, in the second illustrative embodiment, the client
(in response to instructions of its application) is operable to:
(a) selectively update state information (stored by the client)
in a manner specified by the special information (e.g., for
state maintenance); and (b) selectively perform another appli-
cation specific operation in a manner specified by the special
information.



US 9,100,409 B2

29

Accordingly, in the first and second illustrative embodi-
ments, the first server’s iNIC is operable to selectively
migrate the session to a second server in response to the
synchronized state information. Likewise, after such migra-
tion, the second server’s iNIC is operable to either: (a) in
response to the synchronized state information, select a suit-
able server for maintaining the session with the client; or (b)
select the second server for maintaining the session with the
client, irrespective of the synchronized state information. In
that manner, a server’s iNIC is operable to selectively migrate
a session by outputting special information in a response
packet to the client during any connection of the session, not
merely during the first connection.

FIG. 10A is a sequence diagram of steps for establishing a
local TCP/IP connection between a client and a server,
according to the illustrative embodiments. Referring also to
FIG. 9A, a client initiates a new connection to a server by
sending an IP SYN packet to Port A of the server’s iNIC.
Accordingly, the IP SYN packet is an initialization packet
originating from the client. The packet is addressed to a
particular destination IP address and destination TCP port
(e.g., a specific listening socket for an application). The iNIC
classifies and processes the packet according to the balance
thread’s classification rules and action code.

Ifanapplication is listening for such a connection, the iNIC
(in response to instructions of its balance thread) creates a
connection endpoint and stores a record (in the temporary
table of FIG. 12) which includes a reference to such connec-
tion endpoint. Also, the iNIC (in response to instructions ofits
balance thread) sends the SYN packet and a reference to the
connection endpoint (stored in the temporary table’s record)
to the protocol stack thread. In response to the SYN packet,
the protocol stack processor outputs a SYN-ACK response
packet (as part of the standard TCP/IP socket connection
setup process) to the client through Port A without modifica-
tion. In response to the SYN-ACK response packet, the client
sends an ACK packet to the server, thereby acknowledging
receipt of the SYN-ACK response packet. Accordingly, the
ACK packet originates from the client.

The ACK packet (and subsequent packets from the client)
has a source IP address and source TCP port that match the
record in the temporary table. Accordingly, the iNIC (in
response to instructions of its balance thread) sends the ACK
packet and a reference to the connection endpoint (stored in
the temporary table’s matching record) to the protocol stack
thread. In response to such packet and reference, the protocol
stack processorupdates the connection endpoint in the iNIC’s
memory and drops the packet.

In an illustrative embodiment, the next packet sent from the
client is a client request packet (e.g., the first packet in which
the TCP flag is set to PUSH). Accordingly, the client request
packet originates from the client. In an alternative embodi-
ment, the client request packet is sent by the client at a later
time. In this example, the client request packet includes the
client request for resource (e.g., GET request using the HTTP
protocol). In response to such client request for resource, the
iNIC (in response to instructions of its balance thread) selects
a server to process the request.

For example, in selecting a server to process the request,
the iNIC examines the client request packet to determine
whether the packet includes special information in the form of
a cookie. With a cookie, the client is able to request connec-
tion to a specified server in the server farm. In a first illustra-
tive embodiment according to the HT TP protocol, the client is
able to insert a cookie in the packet for maintaining an HTTP
session (e.g., a series of connections) between the client and
the specified server. In a second illustrative embodiment
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according to a different protocol, the client is able to pass
special information (within a packet to a server) according to
the different protocol without a cookie.

Accordingly, if the packet includes a cookie (as repre-
sented by an identifier in the packet), the iNIC selects the
cookie’s specified server to service the request (including
performing a suitable operation). In such a situation, if the
cookie’s specified serveris the iNIC’s server (i.e., the balance
thread’s server), the iNIC performs the suitable operation in
response to the packet. By comparison, if the cookie’s speci-
fied server is a different server (i.e., not the balance thread’s
server), the iNIC migrates the packet’s associated connection
endpoint to the cookie’s specified server for performing the
suitable operation in response to the packet. Referring also to
FIGS. 3 and 12, the iNIC’s cookie map table (included within
the process information in iNIC memory) stores information
for mapping a specified cookie identification tag to an asso-
ciated server.

Similarly, in selecting a server to process the request, the
iNIC examines the client request packet to determine whether
information in the packet has been mapped (e.g., by an
administrator of the server farm) to one or more associated
servers in the server farm. For example, the iNIC examines
the client request (e.g., HTTP request) to determine whether
a specific URL has been mapped to one or more associated
servers in the server farm (e.g., see discussion hereinabove in
connection with FIG. 2D). Referring also to FIGS. 3 and 12,
the iNIC’s URL map table (included within the process infor-
mation in iNIC memory) stores information for mapping a
specified URL address of a server application to one or more
associated servers within the server farm. Accordingly, if the
URL map table indicates that the specified URL (as repre-
sented by an identifier in a request packet) is associated with
a single server within the server farm, the iNIC selects the
associated server to service the connection (including per-
forming a suitable operation). If the associated server is the
iNIC’s server, the iNIC performs the suitable operation in
response to the request packet. If the associated server is
different than the iNIC’s server, the iNIC outputs the request
packet to the associated server’s iNIC for performing the
suitable operation in response to the request packet. If the
URL map table indicates that the specified URL is associated
with multiple servers within the server farm, the iNIC selects
one of the multiple servers to service the connection (includ-
ing performing the suitable operation), according to the load-
balancing technique in response to the synchronized state
information.

Similarly, the iNIC memory’s process information
includes an SSL (secure socket layer) map table for mapping
a specified SSL connection (port 443) to one or more associ-
ated servers within the server farm. Accordingly, if the SSL.
map table indicates that the specified SSL connection (as
represented by an identifier in a request packet) is associated
with a single server within the server farm, the iNIC selects
the associated server to service the SSL. connection (includ-
ing performing a suitable operation). If the associated server
is the iNIC’s server, the iNIC performs the suitable operation
in response to the request packet. If the associated server is
different than the iNIC’s server, the iNIC outputs the request
packet to the associated server’s iNIC for performing the
suitable operation in response to the request packet. If the
SSL map table indicates that the specified SSL connection is
associated with multiple servers within the server farm, the
iNIC selects one of the multiple servers to service the SSL
connection (including performing the suitable operation),
according to the load-balancing technique in response to the
synchronized state information.
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If the client request packet does not contain special infor-
mation for connection to a specified server (e.g., does not
include a cookie) and does not specify information (e.g., a
URL or SSL) that is mapped to one or more associated serv-
ers, then the iNIC selects a server (to process the request)
according to the load-balancing technique in response to the
synchronized state information.

In selecting a server to process the request, the connection
is reclassified from being a temporary connection to being
either a local connection or a forwarded connection. The
connection is reclassified to being a local connection if the
client request packet is processed by the server (“first server”)
without forwarding to a second server. By comparison, the
connection is reclassified to being a forwarded connection if
the client request packet is forwarded to a second server for
processing (e.g., if the first server is too busy, or if the client
request is part of a session maintained by the second server).

In the example of FIG. 10A, the connection is reclassified
to being a local connection. In such a situation, the iNIC (in
response to instructions of its balance thread) moves the
associated connection endpoint record from the temporary
table to the local table. Also, in such a situation, the protocol
stack processor establishes the actual connection to the appli-
cation through the socket layer by forming the socket refer-
ence in the connection endpoint and forming the connection
endpoint reference in the socket.

FIG. 14 is a block diagram of servers within a server farm,
according to an illustrative embodiment in which the servers
establish sockets and associated connection endpoints for a
local connection and a forwarded (or “migrated”) connection.
FIG. 14 shows servers 1 and 2 in the server farm. Server 1
includes main board circuitry 1 and iNIC 1. Server 2 includes
main board circuitry 2 and iNIC 2.

In the example of FIG. 14, an application of server 1 has
established a connection to a client through socket 1 and
connection endpoint 1 to a client. Likewise, an application of
server 2 has established a connection to a client through
socket A and connection endpoint A. For clarity, FIG. 14 does
not show (a) the complete association between a specific
application and a specific socket(s) through a socket layer,
which is discussed elsewhere herein in connection with the
protocol stack thread, (b) other connections that have already
been established, or (¢) the association between connection
endpoints (e.g., in a doubly linked list) within an iNIC
memory.

Inone example, a connection with a client is represented by
connection endpoint 2 (which includes information for the
connection) formed as part of the SYN, SYN-ACK, and ACK
packet processing of FIG. 10A. For the connection, before
iNIC 1 receives the client request packet from the client,
connection endpoint 2 is not yet associated with a socket in
the socket layer of main board circuitry 1, so an application
has not yet been assigned to process the connection. As dis-
cussed hereinabove in connection with FIG. 10A, the connec-
tion is reclassified to being a local connection if the client
request packet is processed by a first server (e.g., server 1 in
FIG. 14) without forwarding to a second server (e.g., server 2
in FIG. 14). If the connection is reclassified to being a local
connection, iNIC 1 sends a request to main board circuitry 1.
In response to such request, main board circuitry 1 initiates
the formation of socket 2 within the socket layer of main
board circuitry 1. Socket 2 is associated with the application,
connection endpoint 2, and the client.

Referring also to FIG. 10A, the protocol stack thread
receives information from the application (along with a ref-
erence to its associated connection endpoint). In response to
such information, the iNIC (in response to instructions of its
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protocol stack thread) forms a packet by adding suitable
header information (including checksum calculations) and
sends the packet to the client through Port A. Advantageously,
the packet sent by the iNIC is received by the client without
intervening network address translation (“NAT”) or TCP
splicing (e.g., without rewriting of sequence numbers), in
contrast to the conventional flow switch architecture of FIG.
1B.

If the iNIC (in response to instructions of its balance
thread) determines that a source IP address and source TCP
port of a packet (originating from the client and received at
Port A) match a record in the local table, the iNIC sends the
packet and a reference to the connection endpoint (stored in
the local table’s matching record) to the protocol stack thread.
After the protocol stack thread processes the packet, the pro-
tocol stack processor sends the payload information (destined
for the connection endpoint’s associated socket application)
to the main board circuitry’s memory through DMA circuitry
(as discussed further hereinabove in connection with FIG. 3).
The main board circuitry adds the payload information to a
socket queue associated with the socket application. Advan-
tageously, the protocol stack thread processes the packet
without performing NAT or TCP splicing.

FIG. 10B is a sequence diagram of steps for establishing a
forwarded connection between a client and a server, accord-
ing to the illustrative embodiments. FIG. 10C is a sequence
diagram of steps for processing a forwarded connection with
a server, according to the illustrative embodiments. In FIG.
10B (as in FIG. 10A), a client initiates a new connection to a
server by sending an IP SYN packet to Port A of the server’s
iNIC.

If an application is listening for such a connection attempt,
the iNIC (in response to instructions of its balance thread)
creates a connection endpoint and stores a record (in the
temporary table of FIG. 12) which includes a reference to
such connection endpoint. Also, the iNIC (in response to
instructions of its balance thread) sends the SYN packet and
a reference to the connection endpoint (stored in the tempo-
rary table’s record) to the protocol stack thread. In response to
the SYN packet, the protocol stack processor sends a SYN-
ACK response packet (as part of the standard TCP/IP socket
connection setup process) to the client through Port A without
modification.

In response to the SYN-ACK response packet, the client
sends an ACK packet to the server, thereby acknowledging
receipt of the SYN-ACK response packet. The ACK packet
(and subsequent packets from the client) has a source IP
address and source TCP port that match the record in the
temporary table. Accordingly, the iNIC (in response to
instructions of its balance thread) sends the ACK packet and
a reference to the connection endpoint (stored in the tempo-
rary table’s matching record) to the protocol stack thread. In
response to such packet and reference, the protocol stack
processor updates the connection endpoint in the iNIC’s
memory and drops the packet.

In this example, the next packet sent from the client is a
client request packet. In response to the client request packet,
the iNIC (in response to instructions of its balance thread)
selects a server to process the request, in the same manner as
discussed further hereinabove in connection with FIG. 10A.
If the INIC selects a different server (i.e., not the balance
thread’s server), the iNIC migrates the packet’s associated
connection endpoint to the different server, and the connec-
tion is reclassified to being a forwarded connection.

In the example of FIG. 10B, the connection is reclassified
to being a forwarded connection. Referring also to FIG. 14,
the connection is represented by connection endpoint 3
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(which includes information for the connection) formed as
part of the SYN, SYN-ACK, and ACK packet processing of
FIG. 10B. For the connection, before iNIC 1 receives the
client request packet from the client, connection endpoint 3 is
not yet associated with a socket in the socket layer of main
board circuitry 1, so an application has not yet been assigned
to process the connection.

For example, if iNIC 1 selects server 2 to process the client
request, iNIC 1 migrates connection endpoint 3 to iNIC 2 in
reclassifying the connection to being a forwarded connection.
For clarity, on iNIC 2, the migrated connection endpoint 3 is
denoted as connection endpoint B in FIG. 14.

In migrating connection endpoint 3 from iNIC 1 to iNIC 2,
iNIC 1 prepends connection endpoint 3 with an ipOS encap-
sulation header to form an ipOS encapsulated packet, which
iNIC 1 outputs through its Port B to iNIC 2, as discussed
further hereinbelow in connection with FIGS. 11A-111.
Accordingly, connection endpoint B includes a copy of infor-
mation from connection endpoint 3 and additional informa-
tionsuch as server 1°s IP address and the destination TCP port
of'the client request. Moreover, in such an ipOS encapsulated
packet, the encapsulation header’s type field is set to 0x01.

Referring to FIGS. 9B and 10C, in response to receiving
such an ipOS encapsulated packet at Port B of iNIC 2, iNIC 2
(inresponse to rules code of its forward thread) (a) determines
that such packet is a migration of a connection endpoint, (b)
unpacks the packet, and (c) sends the connection endpoint to
the protocol stack thread. Also, in such a situation, iNIC 2 (a)
establishes connection endpoint B and (b) in response to
instructions of its protocol stack thread, sends a request to
main board circuitry 2. In response to such request, main
board circuitry 2 initiates the formation of socket B within the
socket layer of main board circuitry 2.

Socket B is associated with the application, connection
endpoint B, and the client. In such a situation, the protocol
stack processor of iNIC 2 establishes the actual connection to
the application through the socket layer of main board cir-
cuitry 2 by storing the socket reference within connection
endpoint B and storing the connection endpoint reference
within socket B. Moreover, in the forward-connect table of
iNIC 2, it stores a record which includes a reference to con-
nection endpoint B.

After storing such record in its forward-connect table, iNIC
2 (in response to instructions of its forward thread) forms an
encapsulated acknowledgement packet and outputs such
packet to iNIC 1 through Port B as a verification that the
connection endpoint was successfully migrated to iNIC 2. In
such a packet, the encapsulation header’s type field is set to
0x03. The encapsulated acknowledgement packet is received
by iNIC 1 (at its Port B), which processes the packet as
discussed further hereinabove in connection with FIG. 9B
(including moving the associated connection endpoint record
from the temporary table of iNIC 1 to the forward table of
iNIC 1).

The client is unaware of the connection endpoint migration
from iNIC 1 to iNIC 2. Accordingly, the client sends packets
(of the connection) addressed to server 1 instead of server 2.
Examples of such packets (originating from the client)
include TCP/IP packets with PUSH, ACK or FIN flags set.
Referring also to FIG. 9A, (a) such a packet’s source IP
address and source TCP port match a record in the forward
table of iINIC 1, (b) in response to such match, iNIC 1 encap-
sulates such packet with an encapsulation header (whose type
field is set to 0x02), as discussed further hereinbelow in
connection with FIGS. 11A-111, and (c) the forwarding pro-
cessor of iNIC 1 sends (through Port B) the encapsulated
packet to iNIC 2, which processes (e.g., performs an opera-
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tion in response to) such packet as discussed further herein-
above in connection with FIG. 9B. Advantageously, in the
illustrative embodiments, the original IP packet is not rewrit-
ten (e.g., without NAT or TCP splicing).

Likewise, the client receives packets (of the connection)
which appearto be sent from server 1 instead of server 2 (even
though such packets bypass server 1 and, instead, are sent
from server 2). Server 2 achieves such a result by specifying
(in such packets) a source IP address of server 1 instead of
server 2, plus the sequence numbers associated with the con-
nection. By reading the associated connection endpoint
(which includes the addresses of server 1 and the client, plus
the sequence numbers associated with the connection), server
2’5 iNIC avoids NATs and TCP splicing, because server 2’s
iNIC forms a response packet according to the addresses of
server 1 and the client and sequence numbers associated with
the connection between the client and server 2.

For example, referring to FIG. 10C, in server 2, packets are
sent to the protocol stack thread from an application (en route
to Port A of iNIC 2). As discussed herein in connection with
FIG. 13, the socket includes a connection endpoint reference,
so0 a packet sent to the protocol stack thread is accompanied
by a reference to the packet’s associated connection endpoint,
and the protocol stack thread does not perform connection
endpoint searching. Moreover, in processing such a packet,
the protocol stack processor sends the packet to a client
through Port A without TCP splicing or packet rewriting.
Advantageously, the packet is received by the client without
intervening TCP splicing or NAT, in contrast to the conven-
tional flow switch architecture of FIG. 1B.

For establishing a connection between a client and a serv-
er’s socket application, the illustrative embodiments achieve
various advantages over conventional techniques. According
to one conventional technique, a content aware flow switch
performs a “connection spoof” in which a connection is
established between the client and the flow switch. Such a
connection (between the client and the flow switch) is con-
ventionally referred to as a delayed bind and operates to delay
selection of a server in the server farm until the client request
packet is received by the flow switch.

After the flow switch receives the client request packet, the
flow switch selects a server to process the client request. After
selecting a server, the flow switch establishes another con-
nection between the flow switch and the selected server.
Accordingly, for processing the client request, the flow switch
maintains two connections, namely (a) a first connection
between the client and the flow switch and (b) a second
connection between the flow switch and the selected server.

With such a conventional technique, packets between the
client and the selected server are passed through the flow
switch. The client does not establish a direct connection with
the selected server. In such a situation, the flow switch
manipulates (e.g., rewrites) the packets in the course of per-
forming “translation” operations such as TCP splicing, NATs,
and checksum calculations.

By comparison, the illustrative embodiments do not per-
form such a “connection spoof” Instead, the illustrative
embodiments perform a delayed connection endpoint to
application socket bind. Advantageously, after performing
such bind (or “association”) between the connection endpoint
and application socket, the illustrative embodiments send
packets between the client and the selected server without
TCP splicing or NATs.

Even after performing a connection endpoint to application
socket bind in response to a first request packet (as discussed
further hereinabove in connection with FIGS. 10A-10C), a
server’s iNIC (in response to instructions of its ipOS) remains
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operable to selectively migrate the connection endpoint dur-
ing the same connection (e.g., before closing the TCP or UDP
connection). For example, even after performing a connec-
tion endpoint to application socket bind, a first server’s iNIC
(in response to instructions of its ipOS) remains operable to
selectively migrate the connection endpoint to a second serv-
er’s iNIC in response to (a) the request packet(s) received
from the client, (b) the synchronized state information (which
is discussed further hereinabove such as in connection with
FIG. 6) of servers in the server farm, and/or (¢) a command
received at Port B of the first server’s iNIC from a system
administrator (e.g., in the course of performing server main-
tenance).

In a first example, during a connection, if a client (in
response to instructions of its application, such as an Internet
gaming application) sends first and second request packets to
afirst server, (a) in response to the first request packet, the first
server’s iNIC (in response to instructions of its ipOS) is
operable to selectively classify the connection as a local con-
nection and process it accordingly, as discussed further here-
inabove in connection with FIGS. 10A and 14, and (b) in
response to the second request packet, the first server’s iNIC
(in response to instructions of its ipOS) remains operable to
selectively migrate the connection endpoint to a second serv-
er’s iNIC.

After performing a connection endpoint to application
socket bind, in migrating the connection endpoint from the
first server’s iNIC to the second server’s iNIC, the first serv-
er’s iNIC: (a) removes the association between (or “disasso-
ciates”) the connection endpoint and the first server’s appli-
cation socket; and (b) through Port B, migrates the connection
endpoint to the second server’s iNIC, as discussed further
herein in connection with FIGS. 10B-10C, 13 and 14.

In a second example, during a connection, in response to a
request packet of the connection, a first server’s iNIC (in
response to instructions of its ipOS) is operable to selectively
migrate the connection endpoint to a second server’s iNIC. In
such a situation, the second server’s iNIC performs a connec-
tion endpoint to application socket bind at the second server.
Subsequently, during the connection, the second server’s
iNIC is operable to selectively: (a) maintain the connection
endpoint to application socket bind at the second server; or (b)
in response to a request from the first server’s iNIC (via its
Port B) to the second server’s iNIC (via its Port B), or vice
versa, migrate the connection endpoint back to the first serv-
er’s iNIC; or (¢) in response to a request from the first server’s
iNIC (via its Port B) to the second server’s iNIC (via its Port
B), or vice versa, migrate the connection endpoint to a third
server’s iNIC.

In migrating the connection endpoint from the second serv-
er’s iNIC back to the first server’s iNIC, the second server’s
iNIC: (a) removes the association between the connection
endpoint and the second server’s application socket; (b)
removes the matching connection endpoint record in the for-
ward-connect table of the second server’s iNIC; and (c)
through Port B, migrates the connection endpoint to the first
server’s iNIC, similar to the manner discussed further herein
in connection with FIGS. 10B-10C, 13 and 14. However, in
such migration, the first server’s iNIC stores the matching
connection endpoint record in its local table instead of its
forward-connect table. Moreover, the first server’s iNIC
removes the matching record in the forward table of the first
server’s iNIC.

In migrating the connection endpoint from the second serv-
er’s iNIC to a third server’s iNIC, the second server’s iNIC:
(a) removes the association between the connection endpoint
and the second server’s application socket; (b) removes the
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matching connection endpoint record in the forward-connect
table of the second server’s iNIC; (¢) modifies the connection
endpoint to specitfy the IP address and TCP port of the third
server’s INIC instead of the second server’s iNIC and (d)
through Port B, migrates the connection endpoint to the third
server’s iNIC, similar to the manner discussed further herein
in connection with FIGS. 10B-10C, 13 and 14. Moreover, the
first server’s iNIC (a) modifies the matching record in the
forward table of the first server’s iNIC to specify the IP
address and TCP port of the third server’s INIC instead of the
second server’s iNIC and (b) modifies the connection end-
point to specify the IP address and TCP port of the third
server’s iNIC instead of the second server’s iNIC.
Description of ipOS Encapsulation Protocol

FIG. 11A is a conceptual illustration of a conventional
Ethernet encapsulation header. As shown in FIG. 11A, the
header includes 14 bytes of information. The first field (6
bytes) specifies a 48-bit destination address, the second field
(6 bytes) specifies a 48-bit source address, and the last field (2
bytes) specifies a type of information within the packet (i.e.,
the packet to which the header is appended). Although the
header of FIG. 11A is conventional, it has an unconventional
aspect in which a type of 0.times.007 indicates that the packet
includes ipOS encapsulation information.

In the illustrative embodiments, the ipOS encapsulation
protocol is advantageous for sending packets through Port B
from a first server in the server farm to a second server in the
server farm. The first server (with its iNIC’s forwarding pro-
cessor) splices encapsulation headers to packets that are sent
through its iNIC’s Port B to the second server’s iNIC. For
example, as discussed further hereinabove in connection with
FIGS. 10B and 14, in migrating a connection endpoint from a
first iNIC (of a first server) to a second iNIC (of a second
server), the first INIC (with its forwarding processor)
prepends the connection endpoint with an ipOS encapsula-
tion header to form an ipOS encapsulated packet, which the
first iNIC sends through its Port B to the second iNIC.

Inthe illustrative embodiments, iNICs communicate pack-
ets to one another through Port B according to the Ethernet
protocol. Accordingly, a packet encapsulated according to the
ipOS encapsulation protocol (“ipOS encapsulated packet”) is
further encapsulated by an Ethernet encapsulation header that
specifies a type of 0.times.007. Additional elements of the
ipOS encapsulation protocol are discussed hereinbelow in
connection with FIGS. 11B-111.

FIG. 11B is a conceptual illustration of an ipOS encapsu-
lation header, according to the illustrative embodiments. As
shown in FIG. 11B, the header includes 16 bytes of informa-
tion. Such a header is useful for migrating a connection end-
point from a first iNIC (of a first server) to a second iNIC (of
a second server).

In the header of FIG. 11B, the first field (4 bytes) specifies
a source IP address of a client, and the second field (2 bytes)
specifies a source port (which is a TCP or UDP port) of the
client application which is executed by the client. The third
field (4 bytes) specifies a destination IP address of the second
server, and the fourth field (2 bytes) specifies a destination
port (which is a TCP or UDP port) of the server application
which is executed by the second server. The fifth field (1 byte)
specifies a type of information within the packet (i.e., the
packet to which the header is appended).

For example, a type of 0x01 indicates that the packet
includes connection endpoint information (e.g., see FIGS.
11C, 11D, 11E and 11F) that is being migrated to the second
server. By comparison, a type of 0x02 indicates that the
packet includes an IP packet (e.g., see FIGS. 11G and 11H).
A type of 0x03 indicates that the packet includes a verification
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that a connection endpoint was successfully migrated to the
first server’s iNIC (e.g., see FIG. 11I).

Also, in the header of FIG. 11B, the sixth field (1 byte)
specifies a type of protocol for communicating information
between a client and a server. For example, a protocol of0x01
indicates that the IP packet includes a TCP payload. By com-
parison, a protocol of 0x02 indicates that the IP packet
includes a UDP payload.

Finally, in the header of FIG. 11B, the last field (2 bytes)
specifies a checksum for verifying the packet header.

If'a connection endpoint is migrated from a first iNIC (of'a
first server) to a second iNIC (of a second server), the con-
nection endpoint specifies the (a) IP address of the client, (b)
port (which is a TCP or UDP port) of the client application
which is executed by the client, (c) IP address of the first
server, (d) port (which is a TCP or UDP port) of the associated
server application (“first server application) that is executed
by the first server (“first server application’s port”), (e) IP
address of the second server, and (f) port (which is a TCP or
UDP port) of the associated server application (“second
server application”) that is executed by the second server
(“second server application’s port™). The first server applica-
tion is not necessarily identical to the second server applica-
tion, and the first server application’s port is not necessarily
identical to the second server application’s port. The connec-
tion endpoint is identifiable in response to the (a) IP address of
the client, (b) port (which is a TCP or UDP port) of the client
application which is executed by the client, (c) IP address of
the second server, and (d) port (which is a TCP or UDP port)
of the server application which is executed by the second
server.

Accordingly, the forward table (FIG. 12) includes suffi-
cient information for identifying the connection endpoint
associated with the packet. In that manner, such information
operates as a reference to the connection endpoint. Likewise,
sufficient information (for operating as a reference to the
connection endpoint associated with the packet) is included
within the single ipOS encapsulation header of FIG. 11B; so
that the second iNIC identifies the connection endpoint in
response to the single ipOS encapsulation header. In that
manner, the second iNIC (with its protocol stack processor in
response to instructions of'its protocol stack thread) processes
the packet more efficiently in accordance with the packet’s
associated connection endpoint. Moreover, by sending pack-
ets from the first iNIC’s Port B to the second iNIC’s Port B,
the second iNIC more readily and efficiently distinguishes
between packets that are received from the first iNIC (through
Port B) versus packets that are received from a client (through
Port A).

The ipOS encapsulation header of FIG. 11B is superior to
IP-IP encapsulation. For example, with IP-IP encapsulation,
the second iNIC would execute additional protocol stack
instructions to identify the connection endpoint. By compari-
son, with the ipOS encapsulation header of FIG. 11B, the
network processor (discussed further hereinabove, such as in
connection with FIGS. 5A-5C, 8 and 9A-9C) identifies the
connection endpoint associated with the packet. Accordingly,
the network processor sends the packet and a reference to the
connection endpoint to the protocol stack processor (which
executes the protocol stack thread), as discussed further here-
inabove. In that manner, the protocol stack processor’s effi-
ciency is enhanced.

FIG. 11C is a conceptual illustration of ipOS connection
information for migration of a UDP connection endpoint,
according to the illustrative embodiments. As shown in FIG.
11C, the information includes 6 bytes. The first field (4 bytes)
specifies a source IP address of a first server, and the second
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field (2 bytes) specifies a source UDP port of the first server,
which received the SYN packet from the client. The ipOS
encapsulation header, together with the UDP ipOS connec-
tion information of FIG. 11C, is sufficient information for a
second server (receiving such information) to establish a
UDP connection endpoint.

FIG. 11D is a conceptual illustration of ipOS connection
information for migration of a TCP connection endpoint,
according to the illustrative embodiments. As shown in FIG.
11D, the information includes 146 bytes. The first field (4
bytes) specifies a source IP address of a first server, and the
second field (2 bytes) specifies a source TCP port of the first
server, which received the SYN packet from the client. The
last field (140 bytes) specifies additional information for the
TCP connection endpoint, such as information for output
sequence variables, receive sequence variables, transmit tim-
ing variables, out-of-bound variables, and other suitable
information. The ipOS encapsulation header, together with
the TCP ipOS connection information of FIG. 11D, is suffi-
cient information for a second server (receiving such infor-
mation) to establish a TCP connection endpoint.

FIG. 11E is a conceptual illustration of an ipOS TCP con-
nection endpoint packet, according to the illustrative embodi-
ments. As shown in FIG. 11E, the packet includes 176 bytes.
The first field (14 bytes) specifies an Ethernet encapsulation
header (that specifies a type of 0x007) according to FIG. 11A,
and the second field (16 bytes) specifies an ipOS encapsula-
tion header according to FIG. 11B. The last field (146 bytes)
specifies TCP ipOS connection information according to
FIG. 11D. In the packet of FIG. 11E, the ipOS encapsulation
header specifies a type of 0x01 and a protocol of 0x01.

FIG. 11F is a conceptual illustration of an ipOS UDP
connection endpoint packet, according to the illustrative
embodiments. As shown in FIG. 11F, the packet includes 36
bytes. The first field (14 bytes) specifies an Ethernet encap-
sulation header (that specifies a type of 0x007) according to
FIG. 11A, and the second field (16 bytes) specifies an ipOS
encapsulation header according to FIG. 11B. The last field (6
bytes) specifies UDP ipOS connection information according
to FIG. 11C. In the packet of FIG. 11F, the ipOS encapsula-
tion header specifies a type of 0x01 and a protocol of 0x02.

FIG. 11G is a conceptual illustration of a packet having an
IP/TCP payload, according to the illustrative embodiments.
As shown in FIG. 11G, the packet includes 70 bytes, plus the
number of bytes of information in the TCP payload. The
number of bytes of information in the TCP payload varies
according to the type and protocol that are specified by the
ipOS encapsulation header. In the packet of FIG. 11G, the
first field (14 bytes) specifies an Ethernet encapsulation
header (that specifies a type of 0x007) according to FIG. 11A,
and the second field (16 bytes) specifies an ipOS encapsula-
tion header according to FIG. 11B. Also, in the packet of FIG.
11G, the ipOS encapsulation header specifies a type of 0x02
and a protocol of 0x01.

FIG. 11H is a conceptual illustration of a packet having an
IP/UDP payload, according to the illustrative embodiments.
As shown in FIG. 11H, the packet includes 58 bytes, plus the
number of bytes of information in the UDP payload. The
number of bytes of information in the UDP payload varies
according to the type and protocol that are specified by the
ipOS encapsulation header. In the packet of FIG. 11H, the
first field (14 bytes) specifies an Ethernet encapsulation
header (that specifies a type of 0x007) according to FIG. 11A,
and the second field (16 bytes) specifies an ipOS encapsula-
tion header according to FIG. 11B. Also, in the packet of FIG.
11H, the ipOS encapsulation header specifies a type of 0x02
and a protocol of 0x02.
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FIG. 111 is a conceptual illustration of a connection end-
point migration acknowledgement packet, which is a verifi-
cation that a connection endpoint was successfully migrated
to the iNIC of the server which sent the connection endpoint
migration acknowledgement packet, according to the illus-
trative embodiments. As shown in FIG. 111, the packet
includes 30 bytes. In the packet of FIG. 111, the first field (14
bytes) specifies an Ethernet encapsulation header (that speci-
fies a type of 0x007) according to FIG. 11A, and the second
field (16 bytes) specifies an ipOS encapsulation header
according to FIG. 11B. Also, in the packet of FIG. 111, the
ipOS encapsulation header specifies a type of 0x03.
Description of Server Farm Resource Usage Enhancements

FIG. 15 is a block diagram of a server farm including a
deployment workstation for deploying application processes
and associated software component objects to servers within
the server farm, according to the illustrative embodiments.
The illustrative embodiments achieve an improved overall
use of the server farm’s resources for applications. Advanta-
geously, such an improved overall use of the server farm’s
resources is optional for other portions of the illustrative
embodiments (e.g., client request load-balancing).

The server farm architecture of the illustrative embodi-
ments (e.g., FIG. 2A) enables an application-aware server
farm. Such an application-aware server farm includes a dis-
tributed system of iNICs (executing the ipOS) that are aware
of the state of applications executing on servers within the
server farm, as discussed further hereinabove in connection
with the Synch Port. The iNICs execute the ipOS as a distrib-
uted system (“ipOS distributed operations system™) in coor-
dination with one another to improve overall use of the server
farm’s resources.

In the illustrative embodiments, the ipOS distributed
operations system achieves two primary objectives in deploy-
ing and executing applications within the server farm. First,
the ipOS distributed operations system achieves an improved
dynamic deployment of socket application processes on the
server farm. Accordingly, the ipOS distributed operations
system selects a server for executing a particular application
process, along with the timing of such execution.

Second, with the ipOS distributed operations system,
application developers have a platform to deploy and execute
software component objects in support of socket applications.
With the ipOS distributed operations system, the processor of
an individual server’s main board circuitry and associated
resources operate efficiently in relation to the entire server
farm. Accordingly, the ipOS distributed operations system
architecture achieves load-balancing of application process
resources (and their associated software component objects)
within the server farm.

Advantageously, the illustrative embodiments are compat-
ible with conventional techniques in development of applica-
tions (and associated software component objects) deployed
within a server farm for IP networks. A conventional devel-
opment cycle involves the development of an application with
reusable software objects (or component objects) that are
deployed in a middleware component model, such as the
development of an application process that calls service
objects deployed in a middleware component model. Com-
mercially available embodiments of middleware component
models include Microsoft’s Transaction Server (available
from www.microsoft.com) and BEA’s WebLogic Server
(available from www.BEA.com).

As shown in FIG. 15 for an illustrative embodiment, the
server farm includes an additional workstation, denoted as a
deployment workstation. Nevertheless, the addition of the
deployment workstation is optional in a situation where a
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server in the server farm performs the same or similar opera-
tion of the deployment workstation. The deployment work-
station operates as a central location (or repository) for
deploying application processes and associated software
component objects within the server farm.

Inthe deployment workstation, ipOS deployment software
includes the repository of application process executables
(i.e., software instructions that are executable by a processor)
and associated software component object executables. In
response to instructions of the ipOS deployment software, the
deployment workstation (a) selectively groups various appli-
cation process executables and associated component object
executables with one another into application packages and
(b) makes the application packages available for deployment
to servers in the server farm. The deployment workstation
deploys an executable to a server in response to a request from
either a user (e.g., network administrator), the server’s iNIC
(in response to instructions of its ipOS), or another server’s
iNIC (in response to instructions of its ipOS). For example,
the deployment workstation deploys applications to servers
within the server farm in accordance with FIG. 2D and its
associated discussion.

In FIG. 15, servers 1 through n in the server farm are
configurable as shown in FIGS. 2A-2C, but actual connec-
tions are not shown in FIG. 15 for clarity. In the example of
FIG. 15, the deployment workstation is coupled to servers 1
through n through the deployment workstation’s iNIC. More-
over, through servers 1 through n, the deployment worksta-
tion is connected to an IP network.

The processor of the deployment workstation’s main board
circuitry executes the ipOS deployment software, which is
written with conventional programming techniques. The
ipOS deployment software includes software for managing
application process executables and associated software
component object executables (e.g., application packages) to
improve overall use of the server farm’s resources. For
example, in response to instructions of the ipOS deployment
software, the deployment workstation deploys the application
process executables and component object executables (e.g.,
an application package) to servers in the server farm.

In performing its operations, the deployment workstation
(in response to instructions of the ipOS deployment software)
communicates indirectly with an ipOS component object
model which is executed by the processor of a server’s main
board circuitry. In response to instructions of either (a) the
ipOS deployment software or (b) the ipOS of a server’s iNIC,
the server receives and stores copies of application process
executables and component object executables (e.g., applica-
tion packages) from the deployment workstation. FIG. 15
shows two examples of an application package being sent
from the deployment workstation to an ipOS component
object model.

As shown by solid arrows in FIG. 15, in response to instruc-
tions of the ipOS deployment software, the deployment work-
station’s main board circuitry sends a first request (e.g., for
sending an application package) to the deployment worksta-
tion’s iNIC (e.g., triggered in response to a request from a
network administrator). In response to the first request, the
deployment workstation’s iNIC (in response to instructions
of'its ipOS) sends an associated second request to server 1’s
iNIC. In response to the second request, server 1’s iNIC (in
response to instructions of'its ipOS) sends an associated third
request to the ipOS component object model of the main
board circuitry of server 1.

After the third request is processed by the ipOS component
object model of the main board circuitry of server 1, the
deployment workstation (in response to instructions of the
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ipOS deployment software) sends the application package to
the ipOS component object model of server 1 through the
respective iNICs of the deployment workstation and server 1.
The iNIC of server 1 stores a record of the availability of the
executables (e.g., one or more application processes and/or
component objects). Similarly, the deployment workstation
(in response to instructions of the ipOS deployment software)
sends process performance information to notify iNICs about
application processes and component objects that are stored
by particular servers for execution.

The deployment workstation sends such process perfor-
mance information to the iNICs of servers within the server
farm, in addition to the process instances that are output
during synchronization (which is discussed further herein-
above such as in connection with FIG. 6). For example, the
process instances represent a current state of processes that
are already being executed by servers in the server farm.
During synchronization, the process instances and process
performance information are advertised by iNICs (of servers
in the server farm) to one another, as discussed further here-
inabove such as in connection with FIG. 6.

As shown by dashed arrows in FIG. 15, the iNIC of server
n (in response to instructions of its ipOS) sends a first request
(e.g., for sending an application package) to the deployment
workstation’s iNIC (e.g., triggered in response to an applica-
tion load-balancing process of the ipOS of server n’s iNIC).
In response to the first request, the deployment workstation’s
iNIC (in response to instructions of its ipOS) sends an asso-
ciated second request to the deployment workstation’s main
board circuitry. In response to the second request and instruc-
tions of the ipOS deployment software, the deployment work-
station’s main board circuitry sends an associated third
request (e.g., for sending the application package) to the
deployment workstation’s iNIC.

In response to the third request, the deployment worksta-
tion’s iNIC (in response to instructions of its ipOS) sends an
associated fourth request to server 2’s iNIC. In response to the
fourth request, server 2°s iNIC (in response to instructions of
its ipOS) sends an associated fifth request to the ipOS com-
ponent object model of the main board circuitry of server 2.

After the fifth request is processed by the ipOS component
object model of the main board circuitry of server 2, the
deployment workstation (in response to instructions of the
ipOS deployment software) sends the application package to
the ipOS component object model of server 2 through the
respective iNICs of the deployment workstation and server 2.
The iNIC of server 2 stores a record of the availability of the
executables (e.g., one or more application processes and/or
component objects). Similarly, the deployment workstation
(in response to instructions of the ipOS deployment software)
sends process performance information to notify iNICs about
application processes and component objects that are stored
by particular servers for execution.

FIG. 16 is a block diagram of servers within a server farm,
according to an illustrative embodiment in which a server 1
selectively initiates execution of (or “spawns”) an application
process that is stored by a server 2. FIG. 17 is a block diagram
of servers within a server farm, according to an illustrative
embodiment in which a server 1 selectively spawns an object
that is stored by a server 2. In such illustrative embodiments,
the ipOS distributed operations system performs operations
for improving overall use of the server farm’s resources for
application processes and objects.

In FIG. 16, server 1 executes m application processes
(where m is an integer number). The main board circuitry’s
processor (in response to instructions of its OS) manages the
state of such application processes.
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Inthe example of FIG. 16, the iNIC of server 1 (in response
to instructions of its ipOS) determines whether to spawn an
application process (e.g., process 1) on another server (e.g.,
server 2), as for example to support additional resources for
process 1 executing on server 1. The iNIC of server 1 (in
response to instructions of its ipOS) makes such determina-
tion in response to information stored within its server state
table (see FIG. 12). In response to such information, the iNIC
(in response to instructions of its ipOS) performs load-bal-
ancing of application processes within the server farm in
response to the synchronized state information.

As shownin FIG. 16, in support of additional resources, the
iNIC of server 1 sends a request to the iNIC of server 2 to
spawn process 1 on server 2. In response to the request, the
INIC of server 2 (in response to instructions of its ipOS) sends
the request to the ipOS component object model of server 2 to
spawn process 1. Accordingly, the ipOS component object
model sends the request to the OS which is executing on the
main board circuitry of server 2, and the OS spawns process
1 (e.g., loads the executable of process 1 into the main board
circuitry’s memory for execution) on server 2 (which
executes n application processes, where 1 is an integer num-
ber).

Conventional application processes are built upon service
objects. In the example of FIG. 17, the ipOS component
object model of server 1 stores information for execution of q
objects, where q is an integer number. As shown in FIG. 17,
process 1 of server 1 sends a request to the ipOS component
object model of server 1 for execution of an object 1. For
example, object 1 may perform a database operation.

In the example of FIG. 17, the ipOS component object
model of server 1 determines whether to spawn object 1 on
server 1 or another server (e.g., server 2). For making such
determination, the iNIC (in response to instructions of its
ipOS) sends information to the ipOS component object
model, such as (a) the state of other servers in the server farm
and (b) whether particular servers store particular objects. In
response to such information, the ipOS component object
model performs load-balancing of objects within the server
farm in response to the synchronized state information.

Ifthe ipOS component object model of server 1 determines
to spawn object 1 on server 2, it sends a request to the iNIC of
server 1. Accordingly, the iNIC of server 1 (in response to
instructions of its ipOS) sends the request to the iNIC of
server 2. In response to the request, the iNIC of server 2 (in
response to instructions of its ipOS) sends the request to the
ipOS component object model of server 2 (which stores infor-
mation for execution of r objects, where r is an integer num-
ber), and the ipOS component object model of server 2
spawns object 1 (e.g., loads the executable of object 1 into the
main board circuitry’s memory for execution) on server 2 (on
behalf of process 1 of server 1), independent of a type of
application that is associated with the object.

The respective iNICs of server 1 and server 2 coordinate
the communication of information between process 1 of
server 1 and object 1 executing on server 2. Accordingly,
information from process 1 to object 1 is sent from process 1
to object 1 through the iNIC of server 1 and the iNIC of server
2, and vice versa.

With the architecture of the ipOS distributed operations
system, redundant service objects (e.g., shadow objects) are
executable by one or more servers (within the server farm). A
shadow objectis a duplicate of a primary service object that is
spawned by an application process. During execution, the
shadow object maintains the same state as the primary service
object.



US 9,100,409 B2

43

With a shadow object, a server failure is more easily recov-
erable. For example, if execution of a primary service object
fails (e.g., due to a fault in the primary service object’s
server), the shadow object is available to replace the primary
service object in continuing such execution. This feature is
especially advantageous for service objects that maintain
state during an extended period of time (e.g., multi-player
game objects).

Referring to FIG. 15, the deployment workstation (in
response to instructions of the ipOS deployment software)
sends a request to a server for deploying a shadow object. In
response to such request, the server deploys the shadow
object with the server’s ipOS component object model. For
example, referring to FIG. 17, even if the ipOS component
object model of server 1 determines to spawn a primary
service object 1 on server 1, the ipOS component object
model of server 1 is operable to spawn a shadow object 1 on
server 2, thereby achieving a level of fault tolerance.

During execution, an application process requesting a ser-
vice object is unaware that a shadow object has been spawned
(and likewise is unaware of where the shadow object has been
spawned). On behalf of the application process, the ipOS
component object model is responsible for spawning and
maintaining primary service objects and shadow objects. For
the ipOS component object model’s determination of when
and where to spawn a shadow object, the iNIC (in response to
instructions of its ipOS) sends information to the ipOS com-
ponent object model, such as (a) the state of other servers in
the server farm and (b) whether particular servers store par-
ticular objects.

Description of Computer System

Each computer system of the illustrative embodiments
includes (a) optionally, input devices for receiving informa-
tion from a human user, (b) optionally, a display device (e.g.,
a conventional electronic cathode ray tube (“CRT”) device)
for displaying information to the user, (¢) a computing device
(e.g., INIC) for executing and otherwise processing instruc-
tions, (d) optionally, a nonvolatile storage device (e.g., a hard
disk drive or other computer-readable medium (or apparatus),
as discussed further hereinbelow) for storing information,
and (e) various other electronic circuitry for performing other
operations of the computer system.

For example, the computing device includes a memory
device (e.g., random access memory (“RAM”) device and
read only memory (“ROM”) device) for storing information
(e.g., instructions executed by the computing device and data
operated on by the computing device in response to such
instructions). Optionally, the computing device is connected
to the input devices, the display device, and the computer-
readable medium. The illustrative embodiments are indepen-
dent of current computer architectures and methods of con-
necting devices (e.g., PCI bus). Moreover, the illustrative
embodiments are compatible with emerging techniques for
connecting computing devices (e.g., Infiniband).

It the computing device is connected to the display device,
the display device displays visual images in response to sig-
nals from the computing device, and the user views such
visual images. If the computing device is connected to the
input devices, the user operates the input devices in order to
output information to the computing device, and the comput-
ing device receives such information from the input devices.

The input devices include, for example, a conventional
electronic keyboard or keypad and a pointing device such as
a conventional electronic 37 mouse,” rollerball, or light pen.
The user operates the keyboard or keypad to output alphanu-
meric text information from the keyboard. If the computing
device is connected to the pointing device, the user operates
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the pointing device to output cursor-control information to
the computing device, and the computing device receives
such cursor-control information from the pointing device.

If the computing device is connected to (or includes) a
computer-readable medium, the computing device and com-
puter-readable medium are structurally and functionally
interrelated with one another as discussed further hereinbe-
low. The computer-readable medium stores (or encodes, or
records, or embodies) functional descriptive material (e.g.,
including but not limited to software (also referred to as
computer programs or applications) and data structures).
Such functional descriptive material imparts functionality
when encoded on the computer-readable medium. Also, such
functional descriptive material is structurally and function-
ally interrelated to the computer-readable medium.

Within such functional descriptive material, data structures
define structural and functional interrelationships between
such data structures and the computer-readable medium (and
other aspects of the computing device and the computer sys-
tem). Such interrelationships permit the data structures’ func-
tionality to be realized. Also, within such functional descrip-
tive material, computer programs define structural and
functional interrelationships between such computer pro-
grams and the computer-readable medium (and other aspects
of the computing device and the computer system). Such
interrelationships permit the computer programs’ functional-
ity to be realized.

For example, the computing device reads (or accesses, or
copies) such functional descriptive material from the com-
puter-readable medium into the memory device of the com-
puting device, and the computing device performs its opera-
tions (as discussed elsewhere herein) in response to such
material which is stored in the memory device of the comput-
ing device. More particularly, the computing device performs
the operation of processing a computer application (that is
stored, encoded, recorded or embodied on a computer-read-
able medium) for causing the computing device to perform
additional operations (as discussed elsewhere herein).
Accordingly, such functional descriptive material exhibits a
functional interrelationship with the way in which the com-
puting device executes its processes and performs its opera-
tions.

Further, the computer-readable medium is an apparatus
from which the computer application is accessible by the
computing device, and the computer application is process-
able by the computing device for causing the computing
device to perform such additional operations. In addition to
reading such functional descriptive material from the com-
puter-readable medium, the computing device is capable of
reading such functional descriptive material from (or
through) a network which is also a computer-readable
medium (or apparatus). Moreover, the memory device of the
computing device is itself a computer-readable medium (or
apparatus).

The various embodiments described above can be com-
bined to provide further embodiments. All of the above U.S.
patents, U.S. patent application publications, U.S. patent
applications, foreign patents, foreign patent applications and
non-patent publications referred to in this specification and/or
listed in the Application Data Sheet, including but not limited
to: U.S. Provisional Patent Application No. 60/257,456, filed
Dec. 21, 2000; U.S. patent application Ser. No. 09/873,018,
filed Jun. 1, 2001, Ser. No. 09/872,329, filed Jun. 1, 2001; Ser.
No. 09/872,539, filed Jun. 1, 2001; Ser. No. 09/873,019, filed
Jun. 1, 2001; Ser. No. 09/872,376, filed Jun. 1, 2001, Ser. No.
09/872,372, filed Jun. 1, 2001; Ser. No. 09/872,332, filed Jun.
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1,2001; Ser. No. 09/872,081, filed Jun. 1, 2001; and Ser. No.
11/265,558, filed Nov. 1, 2005, are incorporated herein by
reference, in their entirety.

From the foregoing it will be appreciated that, although
specific embodiments of the invention have been described
herein for purposes of illustration, various modifications may
be made without deviating from the spirit and scope of the
invention. Accordingly, the invention is not limited except as
by the appended claims.

What is claimed is:

1. A method comprising:

receiving, at a first computing device, a first packet,

wherein the first packet is a request packet originating
from a client, wherein the received request packet
includes an identifier;

identifying a computing device associated with the identi-

fier;

if the identified computing device is the first computing

device, performing a first operation in response to the
request packet; and

if the identified computing device is a second computing

device, including, in a header of a second packet, a field
that indicates the second packet is a forwarded packet,
and communicating the second packet to the second
computing device to perform the first operation.

2. The method of claim 1, wherein identifying the comput-
ing device associated with the identifier comprises determin-
ing whether the computing device stores a data structure of
the connection with the client.

3. The method of claim 1, wherein the second packet
includes the request packet.

4. The method of claim 1, wherein the header further com-
prises a reference, wherein the reference includes an IP
address of the client and an IP address of the second comput-
ing device.

5. The method of claim 1, further comprising receiving the
request packet through a global computer network.

6. The method of claim 5, further comprising communi-
cating the second packet to the second computing device
through a local area network when the identified computing
device is the second computing device.

7. The method of claim 1, wherein the first operation is a
socket-based application.

8. The method of claim 1, wherein the first computing
device comprises a network interface card.

9. The method of claim 1, wherein the first computing
device is a first destination server in a server farm and the
second computing device is a second destination server in the
server farm.

10. A system comprising:

a first computing device configured to:

receive a first packet, wherein the first packet is a request
packet originating from a client, wherein the received
request packet includes an identifier;

identify a computing device associated with the identi-
fier;
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if the identified computing device is the first computing
device, perform a first operation in response to the
request packet; and

if the identified computing device is a second computing
device, include, in a header of a second packet, a field
that indicates the second packet is a forwarded packet,
and communicate the second packet to the second
computing device to perform the first operation.

11. The system of claim 10, wherein the identifier is a
session identifier.

12. The system of claim 11, wherein the session identifier
is an HTTP session identifier.

13. The system of claim 10, wherein the identifier isa URL
identifier.

14. The system of claim 10, wherein the identifieris an SSL.
identifier.

15. The system of claim 10, wherein the first computing
device is configured to identify the computing device associ-
ated with the identifier by determining whether the comput-
ing device stores a data structure of the connection with the
client.

16. A non-transitory computer-readable memory medium
containing computer-executable instructions stored thereon,
execution of which by a network processor of an intelligent
network interface controller of a first server of an information
processing system causes the intelligent network interface
controller to perform operations in handling requests from
clients referencing a single session that is associated with
multiple connections, the operations comprising:

receiving a first packet, wherein the first packet is a request

packet originating from a client, wherein the received
request packet includes an identifier;

identifying a computing device associated with the identi-

fier;

if the identified computing device is the first computing

device, performing a first operation in response to the
request packet; and

if the identified computing device is a second computing

device, including, in a header of a second packet, a field
that indicates the second packet is a forwarded packet,
and communicating the second packet to the second
computing device to perform the first operation.

17. The non-transitory computer-readable memory
medium of claim 16, wherein the header includes a reference,
wherein the reference includes an IP address of the client and
an [P address of the second computing device.

18. The non-transitory computer-readable memory
medium of claim 16, further comprising receiving the request
packet through a global computer network.

19. The non-transitory computer-readable memory
medium of claim 16, further comprising communicating the
second packet to the second computing device through alocal
area network when the identified computing device is the
second computing device.

20. The non-transitory computer-readable memory
medium of claim 16, wherein the first operation is a socket-
based application.



